22.5 mm RMQ-Titan Modular Pushbuttons—M22

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Product Description

Eaton’s M22 industrial heavy-
duty pushbutton line offers a
wide array of functional,
attractive and ergonomically
designed illuminated and non-
illuminated pushbuttons,
selector switches, push-pulls,
alternate action and twist-to-
release operators. The
complete illuminated line is
only offered in LED light units
to ensure high-quality
brightness and up to 100,000
hours of LED illumination.
M22 operators are available
with either a silver or black
nylon colored or chrome
metal bezel. The space-
saving modular construction
of the M22 line makes on-
the-job assembly fast and
simplifies the stocking of
both components and
complete devices.

NEW

Eaton has expanded M22
pilot devices with a metal
bezel option. The new M22M
pushbutton is an elegant
chrome metal bezel that is
attractive, durable and rugged
for heavy-duty environments.
M22M devices are configurable
and complement components
within the M22 line.
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Highly Modular and
Versatile Line

* Field convertible functions
(pushbuttons and selector
switches), maintained to
momentary

e Customizable laser
engraving capabilities

LED Indicators

* 100,000 hours of life
in high-vibration
environments

* |enses specifically
designed for LED
illumination

* Multi-color LED in the
flat contact family allows
versatility in design and
reduces installation costs
and footprint

Rugged Design

* Most pushbutton operators
and contact blocks exceed
5 million mechanical
operations

* All components have P66
rating, and some carry
IP67 and IP69K for
washdown environment;
see Page V7-T1-119 for
further technical data

Innovative Technologies

* ASi communicating
devices

* Palm switches
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Standards and Certifications

All operators and components
are IEC/EN 60947 VDE 0660.

All operators carry an |IP66
rating with some rated for
washdown environment with
|P67 and IP69K.

BUREAU
| VERITAS |

ROHS

COMPLIANT

Page
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All pushbuttons, emergency-
stops, indicating lights,
potentiometers and selector
switches carry NEMA 4X, 13.

Marine classification
societies: Bureau Veritas
(BV), Germanischer Lloyd
(GL), and Lloyd’s Register of
Shipping (LR) approved.
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1.5

Pushbuttons and Indicating Lights

22.5mm 22.5 mm RMQ-Titan Modular Pushbuttons—M22

Features

* Field convertible
pushbuttons and
mushroom operators from
maintained to momentary
status

* Field convertible selector
switches from momentary
to maintained operation
and vice versa

e LED offering only for all
illuminated operators

e |aser engraved
pushbuttons, lenses and
enclosures

* Heavy-duty construction
with a minimum of P66
and UL NEMA® type 4X /
13 on front of panel
operators. Many operators
even carry IP67 and IP69K,
for the toughest
applications

Product Selection Guide
Pushbuttons

Silver, black or chrome
metal bezel now available
Snap-lock contact blocks
and light units for front or
base mounting

Notched hole mounting
with anti-rotation tab and
central nut mounting on
each operator

Over 5 million mechanical
operations and 1.6 million
electrical (reference
specification sheet)
Direct opening action
normally closed contacts
Unique and innovative
offerings, such as fourway
pushbuttons and USB/
RJ45 bulkhead interfaces
Screw or spring-cage
terminals

Benefits

* Modular construction
makes assembly fast and
simplifies stocking of
components and complete
devices

* Field convertibility of
operator status for
pushbuttons and selector
switches helps distributors
and customers reduce
inventory and increase
functionality

e LED offering only for
improved brightness
quality and up to 100,000
hours of operation

Plastic construction is
corrosion resistant.
Operators are designed
for rugged environments,
ideal for washdown
applications (reference
each operator’s IP ratings
and IEC/EN 60529 for ingress
protection definition)

Anti-rotation tab saves
installation time and
prevents operator rotation

High mechanical and
electrical life allows for use
in tough and challenging
applications

Laser inscription
capabilities allow for high-
quality, wearresistant
markings

All normally closed (NC)
contacts are direct opening
action, i.e., NC contacts
are physically forced open
by direct linkage with the
pushbutton operator

in the unlikely event of
contact weld

Some M22 operators are
capable of communication
via ASi protocol

M22 offers USB and RJ45
connections

Description Non-illuminated, flush Non-illuminated, extended llluminated, flush llluminated, extended
Operator Momentary Maintained Momentary Maintained Momentary Maintained Momentary Maintained

. Pages V7-T1-53 to Pages V7-T1-56, Pages V7-T1-58,  Pages V7-T1-60, Pages V7-T1-63to Pages V7-T1-66, Pages V7-T1-68,  Pages V7-T1-70,
Product Selection  v7.T1-55 V7-T1-51 V7-T1-59 V7-T1-61 V7-T1-65 V7-T1-67 V7-T1-69 VI-T1-T1

Indicating Lights

Description Flat Conical
Pages V7-T1-72, Pages V7-T1-72,
Product Selection  y7-T1-73 V7-T1-73

V7-T1-48
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Emergency Stops n

L A

Description Non-illuminated llluminated Key release Mechanical indication

Product Selection ~ Page V7-T1-75 Page V7-T1-75 Page V7-T1-76 Page V7-T1-76

Selector Switches

o Non-illuminated Non-illuminated llluminated Key-operated
Description knob type rotary type
. Pages V7-T1-80, Pages V7-T1-82, Pages V7-T1-85 Pages V7-T1-88
Product Selection  v7-T1-81 V7-T1-83 to V7-T1-87 to V7-T1-91

Mushroom Head Pushbuttons

Description Non-illuminated Non-illuminated

Operator Momentary Maintained
Pages V7-T1-94, Pages V7-T1-96,

Product Selection  v7-T1-95 V7-T1-97

Double Pushbuttons

a’ a y
. Extended pushbuttons Flush top and center Flush pushbuttons and
Description and center light light, extended bottom center light
Operator Momentary Momentary —
Product Selection  Page V7-T1-99 Page V7-T1-100 Page V7-T1-100
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1.5

Pushbuttons and Indicating Lights
22.5 mm RMQ-Titan Modular Pushbuttons—M22

n Four-Way Pushbuttons

Bulkhead Interfaces

®)

Description

Non-interlocked Interlocked

Description Bulkhead interfaces

Operator

Momentary Meaintained

Product Selection Page V7-T1-107

Product Selection

Page V7-T1-103 Page V7-T1-103

Joysticks

ASi Adapter Modules

Description

Joysticks

Description ASi adapter modules

Product Selection

Page V7-T1-104

Product Selection Page V7-T1-108

Potentiometers

Palm Switches

Description

Potentiometers

Description Palm switches

Product Selection

Page V7-T1-106

Product Selection Page V7-T1-109

Acoustic Devices

Assembled Control Stations

Description

Acoustic devices

Description Assembled control stations

Product Selection

Page V7-T1-106

Product Selection Page V7-T1-16

Through-the-Door Operators

Description

Through-the-door operators

Product Selection

Page V7-T1-107
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3

Pushbuttons and Indicating Lights
22.5 mm RMQ-Titan Modular Pushbuttons—M22

Point-of-Purchase Units

Contact
Color Type Configuration @ Catalog Number
Black Flush momentary NO/NC M22-D-S-K11-P
Red Extended momentary NO/NC M22-DH-R-K11-P
Green Flush momentary NO/NC M22-D-G-K11-P
Red Ext. illuminated (12-30V) momentary NO/NC M22-DLH-R-K11-R-P
Red Ext. illuminated (85—-264V) momentary NO/NC M22-DLH-R-K11-230R-P
White Flush illuminated (12—30V) maintained NO/NC M22-DRL-W-K11-W-P
White Flush illuminated (85—264V) maintained NO/NC M22-DRL-W-K11-230W-P
Red Indicating light (12-30V) — M22-L-R-R-P
Green Indicating light (12-30V) — M22-L-G-G-P
Red Indicting light (85-264V) —_ M22-L-R-230R-P
Green Indicating light (85—264 Vac) — M22-L-G-230G-P
Red Twist-to-release E-stop 1NO/2NC M22-PVT-K12-P
Red llluminated (12-30V) push-pull E-stop 1NO/2NC M22-PVL-K12-R-P
Red llluminated (85—264V) push-pull E-stop 1NO/2NC M22-PVL-K12-230R-P
— Two-position maintained V selector switch NO/NC M22-WKV-K11-P
— Three-position momentary selector switch NO/NC M22-WK3-K22-P
Note

@ Al NC contact blocks are positively driven contact. @
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Pushbuttons—Non-llluminated and llluminated

Contents
Description

Pushbuttons—Non-llluminated and Illuminated
Non-llluminated, Flush, Momentary ........
Non-llluminated, Flush, Maintained .........
Non-llluminated, Extended, Momentary ... ..
Non-llluminated, Extended, Maintained . . . . ..
Illuminated, Flush, Momentary ............
Illuminated, Flush, Maintained .............
Illuminated, Extended, Momentary .........
Illuminated, Extended, Maintained .........

Pushbuttons—Non-llluminated and llluminated

Product Description

Eaton's M22 pushbutton
line is a complete, modular
and versatile offering. From
field-convertible maintained
operators to customizable
laser engraved buttons, the

M22 pushbutton line provides

endless opportunity for
flexibility and reduced
inventory. Each operator
type provides options for
ordering as complete or
component parts allowing
for a perfect fit for each
application. All of this
flexibility comes in a very
rugged design.

V7-T1-52

Features

* Field convertible from * Modular construction
maintained to momentary makes assembly fast and

(available on maintained
pushbuttons only)
Customizable laser
engraving on all buttons
LED offering only for
improved brightness
quality and up to 100,000

simplifies stocking of
components and complete
devices

Capable of communicating
via ASi protocol with ASi
adapter modules

Protection Type
¢ |P67 IP6OK
e NEMA 4X, 13

hours of operation

* More than five million
mechanical operations on
momentary and 1 million
on maintained pushbuttons
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

- T

Non-llluminated Pushbuttons

M22 = Silver Inscription Contact Blocks
M22S - Black GBO- STOP X0-© K10= 1NO K30 - 3NO
M22M = Metal GB1 - START X1-0® Ko1 - 1NC K03 - 3NC
GB2= CLOSE X4=® K20 = 2NO K21 = 2NO-1NC
Operator T Button Plate Color cea_ ooy | -9 anonome o
perator Type G = Green S = Black GBS OFF X6-® -
D = Flush momentary _ _ = X7=-®
Y = Yellow R = Red GB6- ON
DH = Extende_d momentary B = Blue W = White GB14- RESET X8=0
DG = Flush with guard @ B
DR - Flush maintained e D
DGH = Extended momentary with guard @ -
DRH = Extended maintained

@ Silver bezel only.

Product Selection
Non-llluminated Pushbuttons, Flush, Momentary

M22-D-G-Kio  Complete Devices
Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration © Catalog Number Catalog Number Catalog Number
Black NO M22-D-S-K10 M22S-D-S-K10 M22M-D-S-K10
NC M22-D-S-K01 M22S-D-S-K01 M22M-D-S-K01
2NO M22-D-S-K20 M22S-D-S-K20 M22M-D-S-K20
M228-D-G-K10 NG M22-D-5-K02 M225-D-S-K02 M22M-D-S-K02
INO-1NC M22-D-S-K11 M22S-D-S-K11 M22M-D-S-K11
Red NO M22-D-R-K10 M22S-D-R-K10 M22M-D-R-K10
NC M22-D-R-K01 M22S-D-R-K01 M22M-D-R-K01
2NO M22-D-R-K20 M22S-D-R-K20 M22M-D-R-K20
M22M-D-G-K10 INC M22-D-R-K02 M225-D-R-K02 M22M-D-R-K02
TNO-1NC M22-D-R-K11 M22S-D-R-K11 M22M-D-R-K11
Green NO M22-D-G-K10 M22S-D-G-K10 M22M-D-G-K10
NC M22-D-G-K01 M22S-D-G-K01 M22M-D-G-K01
2NO M22-D-G-K20 M22S-D-G-K20 M22M-D-G-K20
2NC M22-D-G-K02 M22S-D-G-K02 M22M-D-G-K02
INO-1NC M22-D-G-K11 M22S-D-G-K11 M22M-D-G-K11
Note
@

@ AlINC contact blocks are positively driven contact. @
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Flush, Momentary

M22-D-G

M228-D-G

M22M-D-G

M22-DG-G

V7-T1-54

Operators Only ©®

Button Silver Bezel Black Bezel Metal Bezel
Color Inscription Catalog Number Catalog Number Catalog Number
Black — M22-D-S M228-D-S M22M-D-S
Red — M22-D-R M22S-D-R M22M-D-R
STOP M22-D-R-GBO M22S-D-R-GB0 —
© M22-D-R-X0 M22S-D-R-X0 M22M-D-R-X0
Green — M22-D-G M22S-D-G M22M-D-G
START M22-D-G-GB1 M22S-D-G-GB1 M22M-D-G-GB1
(O} M22-D-G-X1 M22S-D-G-X1 M22M-D-G-X1
White — M22-D-W M22S-D-W M22M-D-W
Blue — M22-D-B M22S-D-B M22M-D-B
Yellow — M22-D-Y M228-D-Y M22M-D-Y

M22-D-X-SRG @

M22S-D-X-SRG @

M22M-D-X-SRG @

— M22-D-X-SWRGYB ©

M22S-D-X-SWRGYB ©

M22M-D-X-SWRGYB ©

Silver Guarded

Button Silver Bezel

Color Inscription Catalog Number

Black — M22-DG-S

Red - M22-DG-R

Green — M22-DG-G

White — M22-DG-W

Blue — M22-DG-B

Yellow — M22-DG-Y

— — M22-DG-X-SRG @
— M22-DG-X-SWRGYB ®

Notes

@ Includes contact block mounting adapter.

@ Buttonless operator comes with three color buttons (black, red, green).

® Buttonless operator comes with all six color buttons (black, white, red, green, yellow, blue).
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Flush, Momentary

Note: Included
with operator.

c@?

Components
M22-XD-G Button Plates ® Buttonless Operator
Color Inscription Catalog Number
Black — M22-XD-S @
Custom M22-XD-S-ETCH ®
STOP M22-XD-S-GB0 |
START M22-XD-S-GB1 Silver Bezel Black Bezel Metal Bezel
ilver Beze ack Beze| etal Beze
CLOSE M22-XD-S-GB2 Catalog Catalog Catalog
up M22-XD-S-GB3 Number @ Number @ Number ®
DOWN M22-XD-S-GB4 M22-D-X M22S-D-X M22M-D-X
OFF M22-XD-S-GB5
ON M22-XD-S-GB6 Silver Guarded
TEST M22-XD-S-GB9
FORWARD M22-XD-S-GB15
REVERSE M22-XD-S-GB16
RAISE M22-XD-S-GB17
LOWER M22-XD-S-GB18
@ M22-XD-S-X0 Silver Bezel
M22-XD-SX Gatalog
O) -XD-S-X1 Number ®
® M22-XD-S-X2 e
® M22-XD-S-X4 22-D6-X
e M22-XD-S-X5
® M22-XD-S-X7 Contact Blocks ©®
Red — M22-XD-R @ Terminal Contact
Custom M22-XD-R-ETCH ® Type Configuration ® Catalog Number
STOP M22-XD-R-GBO Screw NO M22-K10
OFF M22-XD-R-GBS NO, early-make M22-K10P
© M22-XD-R-X0 NC M22-Ko01
Green - M22-XD-G NC, late-break M22-K01D
Custom M22-XD-G-ETCH © Springcage ~ NO M22-CK10
START M22-XD-G-GB1 M22-FK01 NC M22-CK01
ON M22-XD-G-GB6 NC, late-break M22-CK01D
® M22-XD-6-X1 2NO M22-CK20
Blue - M22-XD-B © NG M22-CKo2
Custom M22-XD-B-ETCH ® NO-NC M22-CK11
RESET M22-XD-B-GB14 NC M22-FK01 ©®
® M22-XD-B-X6 NO M22-FK10
White — M22-XD-W @
Custom M22-XD-W-ETCH ®
START M22-XD-W-GB1 Notes
@ M22-XD-W-X1 ® :or com\[;leq_a listing ofvaviilable button plates and contact blocks, see Accessories,
7-T1-111 to V7-T1-116.
Yellow — M22-XD-Y @ o e oVITI-116
& @ Minimum order quantity of (10).
Custom M22-XD-Y-ETCH © ® \When ordering, specify inscription per catalog number suffix from the Symbols
Black, red, green — M22-XD-SRG Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
Black, white,  — M22-XD-SWRGYB For example, M22-XD-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.
red, green, @ Includes contact block mounting adapter.
yellow, blue ® AlINC contact blocks are positively driven contact. )
®

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Flush, Maintained ®

MzDorRs  Operators Only @
Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Black M22-DR-S M22S-DR-S M22M-DR-S
Red M22-DR-R M22S-DR-R M22M-DR-R
Green M22-DR-G M22S-DR-G M22M-DR-G
White M22-DR-W M22S-DR-W M22M-DR-W
M22S-DR-S
Blue M22-DR-B M22S-DR-B M22M-DR-B
Yellow M22-DR-Y M22S-DR-Y M22M-DR-Y
® M22-DR-X-SRG M22S-DR-X-SRG M22M-DR-X-SRG
@ M22-DR-X-SWRGYB M22S-DR-X-SWRGYB M22M-DR-X-SWRGYB

M22M-DR-S

Notes

Maintained pushbuttons can be converted in the field to momentary operation by switching the locking ring,
which is accessible through the side of the operator body.

@ Includes contact block mounting adapter.

® Buttonless operator comes with three color buttons (black, red, green).

@ Buttonless operator comes with all six color buttons (black, white, red, green, yellow, blug).

maintained  momentary

Note: This pilot device features a selectable function switch that enables the device
to be set to either maintained or momentary operation.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Flush, Maintained ©

/I

Note: Included
with operator.

Components
M22-XD-S Button Plates @ Buttonless Operator

Color Inscription Catalog Number

Black — M22-XD-S ® ]
Custom M22-XD-S-ETCH @
STOP M22-XD-S-GB0 i
START M22-XD-S-GB1 sil é | Black Bezel Metal Bezel

ilver Beze ack Beze| etal Beze
CLOSE M22-XD-S-GB2 Catalog Catalog Catalog
up M22-XD-S-GB3 Number ® Number ® Number ®
DOWN M22-XD-S-GB4 M22-DR-X M22S-DR-X M22M-DR-X
OFF M22-XD-S-GB5
ON M22-XD-S-GB6
TEST M22-XD-S-GB9
Contact Blocks @
FORWARD M22-XD-S-GB15 Terminal c
ermina ontact

REVERSE M22-XD-S-GB16 Type Configuration © Catalog Number
RAISE M22-XD-S-GB17
LOWER M22-XD-5-GB13 Serew No M22-K10
© M22-XD-S-X0 NO, early-make M22-K10P
(O} M22-XD-S-X1 NC M22-Ko1
() M22-XD-S-X2 NC, late-break M22-K01D
® M22-XD-S-X4 M22-FK01 Spring-cage NO M22-CK10
) M22-XD-S-X5 NC M22-CK01
® M22-XD-S-X7

Aot — M2ZXDRO NC, late-break M22-CK01D
Custom M22-XD-R-ETCH ©® N0 M22-CK20
STOP M22-XD-R-GBO0 2NC M22-CK02
QOFF M22-XD-R-GB5 NO-NC M22-CK11
© M22-XD-R-X0 NC M22-FK01 @

Green — M22-XD-G © NO M22-FK10®
Custom M22-XD-G-ETCH @
START M22-XD-G-GB1 Notes
ON M22-XD-G-GB6 @ Maintained pushbuttons can be converted in the field to momentary operation by switching
0} M22-XD-G-X1 the locking ring, which is accessible through the side of the operator body.

o) @ For complete listing of available button plates and contact blocks, see Accessories,

Blue - M22-XD-B © Pages V7-T1-111 to V7-T1-116.
Custom M22-XD-B-ETCH @ ® Minimum order quantity of (10).
RESET M22-XD-B-GB14 @ When ordering, specify inscription per catalog number suffix from the Symbols

® M22-XD-B-X6 Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
For example, M22-XD-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.

White — M22-XD-W ® ® | .
_ ncludes contact block mounting adapter.
Custom M22-XD-W-ETCH @ ® AIINC contact blocks are positively driven contact. &
START M22-XD-W-GB1 @ Additional contacts may not be stacked behind M22-F type contact blocks,
0) M22-XD-W-X1 M22-F can be stacked behind standard M22 contacts only.
Yellow — M22-XD-Y ®
Custom M22-XD-Y-ETCH @
Black, red, green  — M22-XD-SRG
Black, white, red, — M22-XD-SWRGYB

green, yellow, blue
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

n Non-llluminated Pushbuttons, Extended, Momentary

M22-DH-RK10 __ Complete Devices
Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration © Catalog Number Catalog Number Catalog Number
“ Red NO M22-DH-R-K10 M22S-DH-R-K10 M22M-DH-R-K10
NC M22-DH-R-K01 M22S-DH-R-K01 M22M-DH-R-K01
M225-DH-R-K10 2NO M22-DH-R-K20 M22S-DH-R-K20 M22M-DH-R-K20
2NC M22-DH-R-K02 M22S-DH-R-K02 M22M-DH-R-K02
TNO-1NC M22-DH-R-K11 M22S-DH-R-K11 M22M-DH-R-K11

M22M-DH-R-K10

M22-DGHRKI0 Silver Guarded

Button Contact Block Silver Bezel
Color Configuration © Catalog Number
Red NO M22-DGH-R-K10
NC M22-DGH-R-K01
2NO M22-DGH-R-K20
2NC M22-DGH-R-K02
INO-1NC M22-DGH-R-K11
MzDoAR _______ Operators Only @
Button Silver Bezel Black Bezel Metal Bezel
Color Inscription Catalog Number Catalog Number Catalog Number
Black — M22-DH-S M22S-DH-S M22M-DH-S
Red — M22-DH-R M22S-DH-R M22M-DH-R
STOP M22-DH-R-GBO M22S-DH-R-GBO M22M-DH-R-GBO
© M22-DH-R-X0 M22S-DH-R-X0 M22M-DH-R-X0
Green — M22-DH-G M22S-DH-G M22M-DH-G
White — M22-DH-W M22S-DH-W M22M-DH-W
Blue — M22-DH-B M22S-DH-B M22M-DH-B
M22M-DH-R Yellow — — M22-DH-Y M22S-DH-Y M22M-DH-Y

®
|

® — M22-DH-X-SRG M22S-DH-X-SRG M22M-DH-X-SRG
: M22-DH-X-SWRGYB ~ M22S-DH-X-SWRGYB M22M-DH-X-SWRGYB

M22-DGH-R-K10 Silver Guarded

Button Silver Bezel

Color Inscription Catalog Number
: Black — M22-DGH-S

Red — M22-DGH-R

STOP M22-DGH-R-GBO

© M22-DGH-R-X0
Green — M22-DGH-G
White — M22-DGH-W
Blue — M22-DGH-B
Yellow — M22-DGH-Y

Notes

@ Al NC contact blocks are positively driven contact. @

@ |ncludes contact block mounting adapter.

® Buttonless operator comes with three color buttons (black, red, green).

@ Buttonless operator comes with all six color buttons (black, white, red, green, yellow, blue).
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Extended, Momentary

/I

' ) L
I /

Note: Included
with operator.

® \

Components
M22-XDH-R Button Plates ® Buttonless Operator
Color Inscription Catalog Number
Black — M22-XDH-S @ z
Custom M22-XDH-S-ETCH ®
STOP M22-XDH-S-GB0 ;
START M22-XDH-S-GB1 Silver Bezel Black Bezel Metal Bezel
ilver Beze ack Beze| etal Beze
CLOSE Mz22-XDH-S-GB2 Catalog Catalog Catalog
upP M22-XDH-S-GB3 Number @ Number ® Number ®
DOWN M22-XDH-S-GB4 M22-DX M225-DX M22M-D X
OFF M22-XDH-S-GB5
ON M22-XDH-S-GB6 Silver Guarded
TEST M22-XDH-S-GB9
FORWARD M22-XDH-S-GB15
REVERSE M22-XDH-S-GB16
RAISE M22-XDH-S-GB17 \
LOWER M22-XDH-S-GB18 -
M22-XDH-S-X0 Silver Bezel
© Catalog
(O} M22-XDH-S-X1 Number @
(D) M22-XDH-S-X2 V2 DoX
® M22-XDH-S-X4 22:0G-
[©) M22-XDH-S-X5
® M22-XDH-S-X7 Contact Blocks @
Red — M22-XDH-R @ Terminal Contact
Custom M22-XDH-R-ETCH ® Type Configuration ® Catalog Number
STOP M22-XDH-R-GB0 Screw NO M22-K10
OFF M22-XDH-R-GB5 NO, early-make M22-K10P
© M22-XDH-R-X0 NC M22-K01
Green - M22-XDH-G ¥ NC, late-break M22-K01D
Custom M22-XDH-G-ETCH ® Spring-cage NO M22-CK10
START M22-XDH-G-GB1 M22-FKo1 NC M22-CKO1
ON M22-XDH-G-GB6 NC, late-break M22-CK01D
® M22-XDH-G-X1 NO M22-CK20
Blue — M22-XDH-B @ INC M22-CK02
Custom M22-XDH-B-ETCH ® NO-NC M22-CK11
RESET M22-XDH-B-GB14 NC M22-FK01 ©
® M22-XDH-B-X6 NO M22-FK10 ©
White — M22-XDH-W @
Custom M22-XDH-W-ETCH ®
START M22-XDH-W-GB1 Notes
o M22-XDH-W-X1 @ For complete listing of available button plates and contact blocks, see Accessories,
Vellow — MZZXDAY @ R Pages V7-T1-111 to V7-T1-116.
2 Minimum order quantity of (10).
Custom M22-XDH-Y-ETCH ® When ordering, specify inscription per catalog number suffix from the Symbols
Black, red, green  — M22-XDH-SRG Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
Black, white, red, — M22-XDH-SWRGYB For example, M22-XDH-S-ETCH; Order Notes: Mark with symbol X971, Line item #_.

green, yellow, blue Includes contact block mounting adapter.
AlINC contact blocks are positively driven contact. @
Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.

@@ ®
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Extended, Maintained ©®

M22-DRH-W

M22S-DRH-W

M22M-DRH-W

V7-T1-60

Operators Only @

Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Black M22-DRH-S M22S-DRH-S M22M-DRH-S
Red M22-DRH-R M22S-DRH-R M22M-DRH-R
Green M22-DRH-G M22S-DRH-G M22M-DRH-G
White M22-DRH-W M22S-DRH-W M22M-DRH-W
Blue M22-DRH-B M22S-DRH-B M22M-DRH-B
Yellow M22-DRH-Y M22S-DRH-Y M22M-DRH-Y
® M22-DRH-X-SRG M22S-DRH-X-SRG M22M-DRH-X-SRG
@ M22-DRH-X-SWRGYB M22S-DRH-X-SWRGYB M22M-DRH-X-SWRGYB
Notes

which is accessible through the side of the operator body.
@ Includes contact block mounting adapter.
® Buttonless operator comes with three color buttons (black, red, green).
@ Buttonless operator comes with all six color buttons (black, white, red, green, yellow, blug).

maintained  momentary

Maintained pushbuttons can be converted in the field to momentary operation by switching the locking ring,

Note: This pilot device features a selectable function switch that enables the device
to be set to either maintained or momentary operation.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Pushbuttons, Extended, Maintained ©

/I
~

Note: Included
with operator.

Components
M22-XDH-W Button Plates @ Buttonless Operator
Color Inscription Catalog Number
Black — M22-XDH-S ®
Custom M22-XDH-S-ETCH ®
STOP M22-XDH-S-GBO i
i START M22-XDH-S-GB1 sil é | Black Bezel Metal Bozel
ilver Beze ack Beze| etal Beze
CLOSE M22-XDH-S-GB2 Catalog Catalog Catalog
uP M22-XDH-S-GB3 Number ® Number ® Number ®
BFOFWN ng::g:g M22-DR-X M22S-DR-X M22M-DR-X
ON M22-XDH-S-GB6
TEST M22-XDH-S-GB9
Contact Blocks @
FORWARD M22-XDH-S-GB15 Terminal c
ermina ontact
EZ\I/SEESE mzz-ig:':-g:w Type Configuration ® Catalog Number
22- -S-GB17
LOWER M22-XDH-S-GB18 Screw NO M22-K10
© M22-XDH-S-X0 NO, early-make M22-K10P
I0) M22-XDH-$-X1 NC M22-K01
® M22-XDH-S-X2 NC, late-break M22-K01D
® M22-XDH-S-X& M22-FKO1 Spring-cage NO M22-CK10
o MZXDR-SG NC M22-CK01
® M22-XDH-S-X7 NC, late-break M22-CK01D
Red — M22-XDH-R® 2NO M22-CK20
Custom M22-XDH-R-ETCH @ 2NC Mz22-CKo2
STOP M22-XDH-R-GBO NO-NC ""ZZ'C""O
| 7
OFF M22-XDH-R-GB5 NC M22-FKO1
© M22-XDH-R-X0 NO M22-FK10 @
Green — M22-XDH-G @
Custom M22-XDH-G-ETCH ®
START M2 XDH-G-GB1 ’1“\’”7\;3' tained pushb b ted in the field t ¢ ion b
@ Maintained pushbuttons can be converted in the field to momentary operation by
ON M22-XDH-6-GB6 switching the locking ring, which is accessible through the side of the operator body.
® M22-XDH-G-X1 @ TFor complete listing of available button plates and contact blocks, see Accessories,
Blue — M22-XDH-B © Pages V7-T1-111 to V7-T1-116.
Custom M22-XDH-B-ETCH ® ® Minimum order quantity of (10).
YDH-B.. @ When ordering, specify inscription per catalog number suffix from the Symbols
RESET M22-XDH-B-GB14 Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
® M22-XDH-B-X6 For example, M22-XDH-S-ETCH; Order Notes: Mark with symbol X91, Ling item #_.
White — M22-XDH-W © ® Includes contact block mounting adapter.
Custom M22-XDH-W-ETCH @ ® AIINC contact blocks are positively driven contact. &
START M22-XDH-W-GB1 @ Additional contacts may not be stacked behind M22-F type contact blocks,
[0} M22-XDH-W-X1 M22-F can be stacked behind standard M22 contacts only.
Yellow — M22-XDH-Y ®
Custom M22-XDH-Y-ETCH @
Black, red, green  — M22-XDH-SRG
Black, white, — M22-XDH-SWRGYB
red, green, yellow,
blue
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Illuminated Pushbuttons

M22 - DRL - R — GBO - K10 — 230R
Bezel Light Units
M22 = Silver 12-30 Vac/Vdc
M22S = Black W= White
M22M = Metal R= Red
G= Green
|_ B= Blue
. Operator Type Lel?s Color Contact Blocks 825332‘:,4!?/5”‘ e
DL = llluminated flush momentary W = White K10=1NO K30=3NO 230R = Red
DLH = llluminated extended momentary R = Red K01 = 1NC K03 = 3NC 230G = Green
DGL = llluminated flush momentary with guard © G = Green K20 = 2NO K21 = 2NO-INC 230B = Blue
DRL = llluminated flush maintained Y = Yellow K02 = 2NC K12 = 1NO-2NC
DGLH = llluminated extended momentary with guard ® B = Blue K11 = ING-INC
DRLH = llluminated extended maintained A = Amber
@ Silver bezel only.
———
Inscription
GBO= STOP
GB1= START
GB2= CLOSE
GB3= UP
GB4 = DOWN
GB5= OFF
GB6= ON
GB14 = RESET

GB15= FORWARD
GB16 = REVERSE
X0=- ©
X1=Q©®
X4=- ®
X5= O
X6= ®
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Product Selection

llluminated Pushbuttons, Flush, Momentary

M22-DL-G-K01-G

Q

M228-DL-G-K01-G

M22M-DL-G-K01-G

Complete Devices

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration © Light Unit Voltage Catalog Number Catalog Number Catalog Number
Red NC 12-30 Vac/Vdc M22-DL-R-K01-R M22S-DL-R-K01-R M22M-DL-R-K01-R
NC 85264 Vac M22-DL-R-K01-230R M22S-DL-R-K01-230R M22M-DL-R-K01-230R
INC 12-30 Vac/Vdc M22-DL-R-K02-R M22S-DL-R-K02-R M22M-DL-R-K02-R
2NC 85-264 Vac M22-DL-R-K02-230R M22S-DL-R-K02-230R M22M-DL-R-K02-230R
TNO/INC 12-30 Vac/Vdc M22-DL-R-K11-R M22S-DL-R-K11-R M22M-DL-R-K11-R
TNO/INC 85-264 Vac M22-DL-R-K11-230R M22S-DL-R-K11-230R M22M-DL-R-K11-230R
Green NO 12-30 Vac/Vdc M22-DL-G-K10-G M22S-DL-G-K10-G M22M-DL-G-K10-G
NO 85264 Vac M22-DL-G-K10-230G M22S-DL-G-K10-230G M22M-DL-G-K10-230G
2NO 12-30 Vac/Vdc M22-DL-G-K20-G M22S-DL-G-K20-G M22M-DL-G-K20-G
2NO 85-264 Vac M22-DL-G-K20-230G M22S-DL-G-K20-230G M22M-DL-G-K20-230G
INO/INC 12-30 Vac/Vdc M22-DL-G-K11-G M22S-DL-G-K11-G M22M-DL-G-K11-G
INO/INC 85-264 Vac M22-DL-G-K11-230G M22S-DL-G-K11-230G M22M-DL-G-K11-230G
White NO 12-30 Vac/Vdc M22-DL-W-K10-W M22S-DL-W-K10-W —
NO 85264 Vac M22-DL-W-K10-230W M22S-DL-W-K10-230W M22M-DL-W-K10-230W
2NO 12-30 Vac/Vdc M22-DL-W-K20-W M22S-DL-W-K20-W —
2NO 85-264 Vac M22-DL-W-K20-230W M22S-DL-W-K20-230W M22M-DL-W-K20-230W
TNO/INC 12-30 Vac/Vdc M22-DL-W-K11-W M22S-DL-W-K11-W —
TNO/INC 85-264 Vac M22-DL-W-K11-230W M22S-DL-W-K11-230W M22M-DL-W-K11-230W
Note

@ Al NC contact blocks are positively driven contact. )
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

n llluminated Pushbuttons, Flush, Momentary
mMzoLe _____ Operators Only ®

Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
- Red M22-DL-R M22S-DL-R M22M-DL-R
° Green M22-DL-G M22S-DL-G M22M-DL-G
4 White M22-DL-W M22S-DL-W M22M-DL-W
M22S-DL-G Blue M22-DL-B M22S-DL-B M22M-DL-B
Yellow M22-DL-Y M22S-DL-Y M22M-DL-Y
Amber M22-DL-A M22S-DL-A M22M-DL-A
M22M-DL-G
MZZ-DGLG Silver Guarded
Silver Bezel
Button Color Catalog Number
Red M22-DGL-R
Green M22-DGL-G
White M22-DGL-W
Blue M22-DGL-B
Yellow M22-DGL-Y

Note
@ Includes contact block mounting adapter.
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

llluminated Pushbuttons, Flush, Momentary

~
&
~

Q

Note: Included
with operator.

Components
M22-XDL-G Button Lenses © M22-LED-W Light Units ©
Color Inscription Catalog Number Terminal LED Light Unit
o — V22 XOLR © Type Color Voltage Catalog Number
Custom M22-XDL-R-ETCH @ . Screw White 12-30 M22-LED-W
STOP M22-XDL-R-GBO Red  VecVoc  mz22-lED-R
orF M22-XDL-R-GB5 Green Mzz-LED-G
© M2z XDLR-X0 S \illlrjft 85-264 xgtiggﬂ W
— XDL-G @ crew nhite o WAAEDA0W
ustom -XDL-G- : — Green M22-LED230-G
START M22-XDL-G-GB1 T — MZZLEDZ30B
ON M22-XDL-G-GB6 Spring-cage White 12-30 M22-FLED-W
I0) M22-XDL-G-X1 Red  VacVdc  M22FLEDR
Bive - M22-XDL-B Green M22-FLED-G
Custom M22-XDL-B-ETCH ® Blue M22-FLED-B
RESET M22-XDL-B-GB14 Red/Green/ 24\dc M22-FLED-RG ®
® M22-XDL-B-X6 Yellow
White — M22-XDL-W @ Red, Green, M22-FLED-RGB ®
Blue, Yellow,
Custom M22-XDL-W-ETCH ® White, Violet,
Yellow — M22-XDL-Y @ Turquoise
Custom M22-XDL-Y-ETCH ®
Amber — M22-XDL-A Contact Blocks ©®
Custom M22-XDL-A-ETCH Terminal Contact
Type Configuration © Catalog Number
MzbLx ________ Buttonless Operator Screw NO M22-K10
Silver Bezel Black Bezel Metal Bezel NO, early-make M22-K10P
Catalog Catalog Catalog 5 NC M22-K01
Number ® Number ® Number ® X NC, late-break M22-K01D
Q M22-DL-X M22S-DL-X M22M-DL-X Spring-cage  NO M22-CK10
_ M22-FKO1 NC M22-CK01
M22S-DL-X NC, late-break M22-CK01D
2NO M22-CK20
2NC M22-CK02
NO-NC M22-CK11
NC M22-FK01 @
NO M22-FK10 @
M22M-DL-X
Notes
@ For complete listing of available button lenses, light units and contact blocks, see
Accessories, Pages V7-T1-111 to V7-T1-116.
@ Minimum order quantity of (10).
- & ® When ordering, specify inscription per catalog number suffix from the Symbols
M22-DGL-X Silver Guarded Library (sce Pages VI-T1-129 10 V7-T1-136) into the Order Notes.
Silver Bezel For example, M22-XDL-R-ETCH; Order Notes: Mark with symbol X91, Line item #_.
Catalog @ Includes contact block mounting adapter.
Number © ® .
© Please see color input key on Page V7-T1-114.
M22-DGL-X ® AIINC contact blocks are positively driven contact. &

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Illuminated Pushbuttons, Flush, Maintained ®

Mz-DRL-w-kiow _ Complete Devices

Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration @ Light Unit Voltage Catalog Number Catalog Number Catalog Number
& White NO 12-30 Vac/Vdc M22-DRL-W-K10-W M22S-DRL-W-K10-W M22M-DRL-W-K10-W
NO 85-264 Vac M22-DRL-W-K10-230W M22S-DRL-W-K10-230W M22M-DRL-W-K10-230W
NC 12-30 Vac/Vdc M22-DRL-W-K01-W M22S-DRL-W-K01-W M22M-DRL-W-K01-W
M225-DRL-W-K10-W NC 85-264 Vac M22-DRL-W-K01-230W M22S-DRL-W-K01-230W  M22M-DRL-W-K01-230W
2NO 12-30 Vac/Vdc M22-DRL-W-K20-W M22S-DRL-W-K20-W M22M-DRL-W-K20-W
2NO 85-264 Vac M22-DRL-W-K20-230W M22S-DRL-W-K20-230W M22M-DRL-W-K20-230W
2NC 12-30 Vac/Vdc M22-DRL-W-K02-W M22S-DRL-W-K02-W M22M-DRL-W-K02-W
2NC 85-264 Vac M22-DRL-W-K02-230W M22S-DRL-W-K02-230W M22M-DRL-W-K02-230W
M22M-DRL-W-K10-W TNO/INC 12-30 Vac/Vde M22-DRL-W-K11-W M22S-DRL-W-K11-W M22M-DRL-W-K11-W
TNO/INC 85-264 Vac M22-DRL-W-K11-230W M22S-DRL-W-K11-230W M22M-DRL-W-K11-230W
f ’
M22-DRL-W Operators Only ©
Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Red M22-DRL-R M22S-DRL-R M22M-DRL-R
Green M22-DRL-G M22S-DRL-G M22M-DRL-G
White M22-DRL-W M22S-DRL-W M22M-DRL-W
M22S-DRL-W Blue M22-DRL-B M22S-DRL-B M22M-DRL-B
Yellow M22-DRL-Y M22S-DRL-Y M22M-DRL-Y
a Amber M22-DRL-A M22S-DRL-A M22M-DRL-A
M22M-DRL-W
(/a
Notes

@ Maintained pushbuttons can be converted in the field to momentary operation by switching the locking ring,

which is accessible through the side of the operator body.
@ Al NC contact blocks are positively driven contact. )
® Includes contact block mounting adapter.

maintained  momentary’

Note: This pilot device features a selectable function switch that enables the device

to be set to either maintained or momentary operation.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

/I
’/

llluminated Pushbuttons, Flush, Maintained ©

Note: Included
with operator.

Components
M22-XDL-W Button Lenses @ MI22-LED-W Light Units @
Color Inscription Catalog Number Terminal LED Light Unit
Type Colo Voltage Catalog Number
Red - M22-XDL-R© VP ' g o
Custom M22-XDL-R-ETCH @ 1 Screw White \1/2—/3\% M22-LED-W
STOP M22-XDL-R-GBO fied eftie  M22-LED-R
OFF M22-XDL-R-GB5 Green 7mu't:g'g
© M22-XDL-R-X0 S \Ej\lll:t 85264 Mz-m);so W
crew ite = - -
— M22-XDL-G ® TR — _
- c M22-XDL g ETCH® M fa W M2z LEDZ0OR
ustom Stk 2-FLED-_ Green M22-LED230-G
START M22-XDL-G-GB1 Ble M22-LEDZ30B
ON M22-XDL-G-GB6 Spring-cage White 12-30 M22-FLED-W
® M22-XDL-G-X1 Red Vac/NVdc  Mz2-FLED-R
Blue — M22-XDL-B @ Green M22-FLED-G
Custom M22-XDL-B-ETCH @ Blue M22-FLED-B
RESET M22-XDL-B-GB14 Red/Green/ 24Vdc M22-FLED-RG ®
® M22-XDL-B-X6 Yellow
White — M22-XDL-W @ Red, Green, M22-FLED-RGB ©®
Custom M22-XDL-W-ETCH © i Yelow.
Yellow — M22-XDL-Y ® Turquoise
Custom M22-XDL-Y-ETCH ®
Amber — M22-XDL-A Contact Blocks @
Custom M22-XDL-A-ETCH Terminal Contact
Type Configuration @ Catalog Number
M2DRLx ______ Buttonless Operator Screw NO M22-K10
Silver Bezel Black Bezel Metal Bezel NO, early-make M22-K10p
Catalog Catalog Catalog NC M22-K01
Number ® Number ® Number ® NC, late-break M22-K01D
M22-DRL-X M22S-DRL-X M22M-DRL-X Spring-cage  NO M22-CK10
/) M22-FK01 NC M22-CK01
NC, late-break M22-CK01D
M22S-DRL-X N0 M22-CK20
2NC M22-CK02
NO-NC M22-CK11
NC M22-FK01 ®
NO M22-FK10 ©
M22M-DRL-X
Notes

@ Maintained pushbuttons can be converted in the field to momentary operation by
switching the locking ring, which is accessible through the side of the operator body.

@ For complete listing of available button lenses, light units and contact blocks, see

Accessories, Pages V7-T1-111 to V7-T1-116.

Minimum order quantity of (10).

When ordering, specify inscription per catalog number suffix from the Symbols

Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-XDL-R-ETCH; Order Notes: Mark with symbol X91, Line item # .

Includes contact block mounting adapter.

Please see color input key on Page V7-T1-114.

AlINC contact blocks are positively driven contact. @

Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.

® ©®

ONCHONC]
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1.5

Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

llluminated Pushbuttons, Extended, Momentary

M22-DLH-R-K11-R

M22S-DLH-R-K11-R

M22-DLH-R

a

M22S-DLH-R

M22M-DLH-R

M22-DGLH-R

V7-T1-68

Complete Devices

Button Contact Block Light Unit Silver Bezel Black Bezel Metal Bezel
Color Configuration @ Voltage Catalog Number Catalog Number Catalog Number
Red TNO/INC 12-30 Vac/Vdc M22-DLH-R-K11-R M22S-DLH-R-K11-R M22M-DLH-R-K11-R
TNO/INC 85-264 Vac M22-DLH-R-K11-230R M22S-DLH-R-K11-230R M22M-DLH-R-K11-230R
Green 2NO 12-30 Vac/Vde M22-DLH-G-K20-G M22S-DLH-G-K20-G M22M-DLH-G-K20-G
2NO 85-264 Vac M22-DLH-G-K20-230G M22S-DLH-G-K20-230G M22M-DLH-G-K20-230G
White 2NO 12-30 Vac/Vde M22-DLH-W-K20-W M22S-DLH-W-K20-W M22M-DLH-W-K20-W
2NO 85-264 Vac M22-DLH-W-K20-230W M22S-DLH-W-K20-230W M22M-DLH-W-K20-230W

Complete Press-to-Test Units

Silver Bezel Black Bezel

Button Color Light Unit Voltage Catalog Number Catalog Number
Red 12-30 Vac/Vdc M22-T-R-R M22S-T-R-R
Blue M22-T-B-B M22S-T-B-B
Yellow M22-T-Y-W M22S-T-Y-W
Green M22-T-G-G M22S-T-G-G
White M22-T-W-W M22S-T-W-W
Red 85264 Vac M22-T-R-230R M22S-T-R-230R
Blue M22-T-R-230B M22S-T-B-230B
Yellow M22-T-Y-230W M22S-T-Y-230W
Green M22-T-G-230G M22S-T-G-230G
White M22-T-W-230W M22S-T-W-230W
Operators Only @

Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Red M22-DLH-R M22S-DLH-R M22M-DLH-R
Green M22-DLH-G M22S-DLH-G M22M-DLH-G
White M22-DLH-W M22S-DLH-W M22M-DLH-W
Blue M22-DLH-B M22S-DLH-B M22M-DLH-B
Yellow M22-DLH-Y M22S-DLH-Y M22M-DLH-Y
Amber M22-DLH-A M22S-DLH-A M22M-DLH-A
Silver Guarded

Silver Bezel

Button Color Catalog Number
Red M22-DGLH-R
Green M22-DGLH-G
White M22-DGLH-W
Blue M22-DGLH-B
Yellow M22-DGLH-Y
Notes

@ All NC contact blocks are positively driven contact. @

@ |ncludes contact block mounting adapter.
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

llluminated Pushbuttons, Extended, Momentary

l /

Note: Included
with operator.

S

Components
M22-XDH-R Button Lenses © M22-LED-W Light Units ©®
Color Inscription Catalog Number Terminal LED Light Unit
Type Colo Voltage Catalog Number
Red - M22-XDLH-R ® v ! I .
Custom M22-XDLH-R-ETCH © 1 Serew White \1/2-/3\% M22-LED-W
STOP M22-XDLH-R-GB0 Red aovec M22-LED-R
OFF M22-XDLH-R-GB5 Green M22-ED-6
© M22-XDLH-R-X0 5 S\lllr:e 85-26 xz-t:ggo W
Green — M22-XDLH-G @ rew —— d'te Vor ! o TEORR R —
Custom M22-XDLH-G-ETCH ® M22-FLED-_ G?eeni TBrTEDEE—
ZTNART mu'igt:'ﬁ";:‘ Blue M22-LED230-B
22-XDLH-G-GB6 Spring-cage White 12-30 M22-FLED-W
®© M22-XDLH-G-X1 Red VacNde  Miz2-FLED-R
Blue - M22-XDLH-B © Green M22-FLED-G
Custom M22-XDLH-B-ETCH © B M22FLEDB
RESET M22-XDLH-B-GB14 Red/Green/ 24 Vdc M22-FLED-RG ©
® M22-XDLH-B-X6 Yellow
White — M22-XDLH-W @ Red, Green, M22-FLED-RGB ®
Custom M22-XDLH-W-ETCH ® Blue, Yellow,
> White, Violet,
Yellow — M22-XDLH-Y @ Turquoise
Custom M22-XDLH-Y-ETCH ®
Amber — M22-XDLH-A Contact Blocks ©®
Custom M22-XDLH-A-ETCH Terminal Contact
Type Configuration ©® Catalog Number
M22-DL-X Buttonless Operator Screw NO M22-K10
Silver Bezel Black Bezel Metal Bezel NO, early-make M22-K10P
Catalog Catalog Catalog - NC M22-Ko1
Number ® Number ® Number ® NC. late-break M22-K01D
O ) M22-DL-X M22S-DL-X M22M-DL-X Spring-cage  NO M22-CK10
M22-FK01 NC M22-CK01
M22S-DL-X NC, late-break M22-CK01D
2NO M22-CK20
2NC M22-CK02
NO-NC M22-CK11
NC M22-FK01 @
NO M22-FK10 ®
M22M-DL-X
Notes
@ For complete listing of available button lenses, light units and contact blocks, see
Accessories, Pages V7-T1-111 to V7-T1-116.
@ Minimum order quantity of (10).
- ® When ordering, specify inscription per catalog number suffix from the Symbols
M22-DGL-X Silver Guarded Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
Silver Bezel For example, M22-XDH-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.
Catalog @ Includes contact block mounting adapter.
Number © ® Please see color input key on Page V7-T1-114.
M22-DGL-X ® Al NC contact blocks are positively driven contact. )

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Illuminated Pushbuttons, Extended, Maintained ©®

M22-DRLA-wW ______ Operators Only @
Silver Bezel Black Bezel Metal Bezel

Button Color Catalog Number Catalog Number Catalog Number
Red M22-DRLH-R M22S-DRLH-R M22M-DRLH-R
Green M22-DRLH-G M22S-DRLH-G M22M-DRLH-G
White M22-DRLH-W M22S-DRLH-W M22M-DRLH-W

M225-DRLH-W Blue M22-DRLH-B M22S-DRLH-B M22M-DRLH-B
Yellow M22-DRLH-Y M22S-DRLH-Y M22M-DRLH-Y
Amber M22-DRLH-A M22S-DRLH-A M22M-DRLH-A

M22M-DRLH-W

Notes

@ Maintained pushbuttons can be converted in the field to momentary operation by switching the locking ring,
which is accessible through the side of the operator body.

@ |ncludes contact block mounting adapter.

maintained  momentary

Note: This pilot device features a selectable function switch that enables the device
to be set to either maintained or momentary operation.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

llluminated Pushbuttons, Extended, Maintained ©

Components
M22-XDLH-W

M22-DRL-X

M22S-DRL-X

M22M-DRL-X

Button Lenses @

Note: Included

with operator.

Light Units @

M22-LED-W
Color Inscription Catalog Number Terminal LED Light Unit
P — M XDINR® Type Color Voltage Catalog Number
Custom M22-XDLH-R-ETCH ® Serew White 1230 M22-LED-W
STOP M22-XDLH-R-GBO Rog  VaoNde  M22ED-R
OFF M22-XDLH-R-GB5 Slree”i %
© M22-XDLH-R-X0 Screw Wl:iate 85264 M22-LED230-W
Green - M22-XDLH-G © Red  Vac M22-LEDZ30-R
Custom M22-XDLH-G-ETCH ® M22-FLED-_ Goon M22-LED230G6
START M22-XDLH-G-GB1 e MZZ-1lEDZB0B
ON M22-XDLH-G-GB6 Spring-cage  White 12-30 M22-FLED-W
10) M22-XDLH-G-X1 Red  VacVdc  M22FLEDR
Blue — M22-XDLH-B ® Green M22-FLED-G
Custom M22-XDLH-B-ETCH ® Blue M22-FLED-B
RESET M22-XDLH-B-GB14 Red/Green/ 24\dc M22-FLED-RG ©
® M22-XDLH-B-X6 Yellow I
White — M22-XDLH-W ©@ Efudé %flfo”w M22-FLED-RGB
Custom M22-XDLH-W-ETCH ® White, Violet,
Yellow — M22-XDLH-Y ® Turquoise
Custom M22-XDLH-Y-ETCH ® Contact Blocks @
Amber — M22-XDLH-A .
Terminal Contact
Custom M22-XDLH-A-ETCH Type Configuration @ Catalog Number
Buttonless Operator e Eg early-make mz:ﬂgP
Silver Bezel Black Bezel Metal Bezel NC' M22-K01
Number®  Nomber®  Nmber® NC Tate-treak M22-K01D
Spring-cage  NO M22-CK10
M22-DRL-X M22S-DRL-X M22M-DRL-X M22-FKo1 NG MZ2-CKa1
NC, late-break M22-CK01D
N0 M22-CK20
2NC M22-CK02
NO-NC M22-CK11
NC M22-FK01 ®
NO M22-FK10 ®

Notes

@ Maintained pushbuttons can be converted in the field to momentary operation by
switching the locking ring, which is accessible through the side of the operator body.

®

Accessories, Pages V7-T1-111 to V7-T1-116.

Minimum order quantity of (10).

® ©

For complete listing of available button lenses, light units and contact blocks, see

When ordering, specify inscription per catalog number suffix from the Symbols
Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-XDLH-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.

® Qe

Includes contact block mounting adapter.

Please see color input key on Page V7-T1-114.

AlINC contact blocks are positively driven contact. @
Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Indicating Lights
Product Description

Eaton’s M22 indicating lights

use the combination of a

As with the pushbuttons, the
indicating light lenses can be

Features

e Customizable laser o
engraving on all lenses

Modular construction
makes assembly fast and

durable, bright LED unit and

laser engraved. Indicating

modern lenses designed
specifically for this type of
LED to create a bright and
visible indicating light.

Catalog Number Selection

lights can be ordered as

e | ED offering only for

simplifies stocking of

improved brightness

components and complete

complete devices, including

quality and up to 100,000

lens and LED unit, or as
modular components.

hours of operation

® |enses designed
specifically for LED

illumination

devices

e Capable of communicating
via ASi protocol with ASi

adapter modules
Protection Type
e P67 IP69K
* NEMA 4X, 13

Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Indicating Lights

L

[,

Operator Type Lens Color Plate Inscription Light Units
M22-L = Flush indicating light W = White ETCH = Custom @ 12-30 Vac/Vdc 85-264 Vac
R = Red GB5 = OFF W = White 230W = White
G = Green GB6 = ON R = Red 230R = Red
Y = Yellow GB8 = FAULT G = Green 230G = Green
B = Blue GB15 = FORWARD B = Blue 230B = Blue
GB16 = REVERSE

@ When ordering, specify inscription per catalog number suffix from the Symbols Library

Note: Light unit should match color of lens.
Use white light unit with yellow lens.

Product Selection
Indicating Lights, Flush

Complete Devices

(see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
For example, M22-L-B-ETCH; Order Notes: Mark with symbol X91, Line item #_.

M22-L-R-R
Lens Color Light Color Light Unit Voltage Catalog Number
White White 12-30 Vac/Vde M22-L-W-W
Red Red M22-L-R-R
Green Green M22-1-G-G
Yellow White M22-L-Y-W
Blue Blue M22-1-B-B
Amber White M22-L-A-W
White White 85-264 Vac M22-L-W-230W
Red Red M22-L-R-230R
Green Green M22-1-G-230G
Yellow White M22-L-Y-230W
Blue Blue M22-1-B-230B
Amber White M22-L-A-230W
Operators Only ©
Lens Color Catalog Number Lens Color Catalog Number
M22-L-R Flat M22-LH-R Conical
White M22-L-W White M22-LH-W
Red M22-L-R Red M22-LH-R
Green M22-L-G Green M22-LH-G
Yellow M22-L-Y Yellow M22-LH-Y
Blue M22-L-B Blue M22-LH-B
Amber M22-L-A Amber M22-LH-A
Note

@ Includes contact block mounting adapter.

V7-T1-72
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Indicating Lights, Flush

Note: Included
with operator.

?%

Components
M22-XL-R Lenses ® M22-LED-W Light Units ©®
Color Inscription Catalog Number Terminal LED Light Unit
Hat Type Color Voltage Catalog Number
Red — M22-XL-R @ Screw White 12-30 M22-LED-W
Custom M22-XL-R-ETCH ® Red VacNdc m22-LED-R
OFF M22-XL-R-GB5 Green M22-LED-G
Green — M22-XL-G @ Blue M22-LED-B
Custom M22-XL-G-ETCH ® Screw White 85-264 M22-LED230-W
N M22-XL-G-GBB M22-FLED- Red Yec M22-LED230-R
REVERSE M22-XL-G-GB16 Green M22-LED230-G
Blue — M22-XL-B @ Blue M22-LED230-B
Custom M22-XL-B-ETCH ® Spring-cage ~ White 12-30 M22-FLED-W
FAULT M22-XL-B-GB8 Red Vac/Vdc - M22-FLED-R
White — M22-XL-W @ Green M22-FLED-G
Custom M22-XL-W-ETCH ® Blue M22-FLED-B
OFF M22-XL-W-GB5 Red/Green/ 24 Vdc M22-FLED-RG ©
N M22:XL- W-GB6 ;e!OVGV M22-FLED-RGB ©
ed, Green, "FLED-|
FAULT M22-XL-W-GB8 Blue, Yellow,
FORWARD M22-XL-W-GB15 White, Violet,
Yellow — M22-XL-Y @ Turquoise
Custom MZZ-XL-Y-ETCH ® Notes
Amber - M22-XL-A ® @ For complete listing of available lenses and light units, see Accessories,
Custom M22-XL-A-ETCH ® Pages V7-T1-111 to V7-T1-116.
Conical @ Minimum order quantity of (10).
— ® \When ordering, specify inscription per catalog number suffix from the Symbols
Red M22-XLH-R
° Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
Green - M22-XLH-6 For example, M22-XL-R-ETCH; Order Notes: Mark with symbol X91, Line item #_.
Blue — M22-XLH-B @ Select the same color LED element as lens color; for yellow and amber lenses,
White — M22-XLH-W choose a white LED.
Yellow — M22-XLH-Y ® Please see color input key on Page V7-T1-114.
Amber — M22-XLH-A
M22-L-X Lensless Indicating Light
Catalog Number
M22-L-X

’r
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Emergency Stops

Product Description

Eaton’'s M22 emergency
stops are a durable and
reliable solution to a variety
of e-stop applications. With
standard push-pull, as well
as twist-to-release and key-
release, illuminated options
and red or black operators,
the M22 e-stop is a robust
solution. As with all
operators, they can be
ordered as a ready to install
complete device or as
modular components for
the perfect fit.

Features

Push-pull and twist to
release options available as
well as illuminated and
keyed release

LED offering only for
improved brightness
quality and up to 100,000
hours of operation

More than 100,000
mechanical operations
Capable of communicating
via ASi protocol with ASi
adapter modules

e Suitable for use in safety
applications up to
Category-4 or Sil-3

Protection Type
e |P67 IP69K

(IP66 key-release)

* NEMA4X, 13

Catalog Number Selection

Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Emergency Stops

]

Operator Color

M22 = Silver
M22S = Black

Operator Type

PV -
PVA4SP -
PV6OP -

PV45P-MPI =
PV6OP-MPI =
PVT -

PVT45P -
PVT60P -
PVT45P-MPI -

PVT60P-MPI =

PVS =
PVS45P =
PVS60P =

PVL-=

PVLT =
PVLT45P -
PVLTGOP =

Non-illuminated push-pull emergency stop
Non-illuminated 45 mm emergency stop
Non-illuminated 60 mm emergency stop
Non-illuminated mechanical indication, 45 mm
Non-illuminated mechanical indication, 60 mm
Non-illuminated twist-to-release emergency stop
Non-illuminated twist-to-release 45 mm emergency stop
Non-illuminated twist-to-release 60 mm emergency stop
Non-illuminated twist-to-release with mechanical
indication, 45 mm

Non-illuminated twist-to-release with mechanical
indication, 60 mm

Non-illuminated keyed release (red operator only)
Non-illuminated keyed release 45 mm (red only)
Non-illuminated keyed release 60 mm (red only)
llluminated push-pull emergency stop

llluminated twist-to-release emergency stop

llluminated twist-to-release 45 mm emergency stop
llluminated twist-to-release 60 mm emergency stop

Key Release Code Contact Blocks Light Units

Blank = MS1 K10= NO 12-30 Vac/Vdc

MS2 = MS?2 K10P = NO, early-make W = White
MS3 = MS3 K01 = NC R = Red

MS4 = MS4 K01D = NC, late-break G = Green
MS5 = MS5 CK10= NO B = Blue

MS6 = MS6 CKO01= NC 85-264 Vac

MS7 = MS7 CKO01D = NC, late-break 230W = White
MS8 = MS8 Ck20 = 2NO 230R = Red

RS = Ronis CK02 = 2NC 230G = Green
(45 and 60 mm only) CK11= NO-NC 230B = Blue

V7-T1-74
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Pushbuttons and Indicating Lights
22.5 mm RMQ-Titan Modular Pushbuttons—M22

Product Selection
Non-llluminated and llluminated Emergency Stops

Complete Devices

Button LED Contact Block Light Unit
Type Color Color Configuration © Voltage Catalog Number
M22-PV-K01 Non-llluminated

Push-pull Red — NC — M22-PV-K01
2NC M22-PV-K02
1NO-2NC M22-PV-K12

Twist-to-release  Red — NC — M22-PVT-K01
2NC M22-PVT-K02
1NO-2NC M22-PVT-K12

Key release Red — NC — M22-PVS-K01
INC M22-PVS-K02
1NO-2NC M22-PVS-K12

M22-PVL-K01-R Illuminated

Push-pull Red Red NC 12-30 Vac/Vdc M22-PVL-K01-R
2NC M22-PVL-K02-R
1NO-2NC M22-PVL-K12-R
NC 85264 Vac M22-PVL-K01-230R
2NC M22-PVL-K02-230R
1NO-2NC M22-PVL-K12-230R

Twist-to-release  Red Red NC 12-30 Vac/Vdc M22-PVLT-K01-R
2NC M22-PVLT-K02-R
1NO-2NC M22-PVLT-K12-R
NC 85264 Vac M22-PVLT-K01-230R
INC M22-PVLT-K02-230R
TNO-2NC M22-PVLT-K12-230R

Note
@ Al NC contact blocks are positively driven contact. @
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

n Non-llluminated and llluminated Emergency Stops

Note: Included
with operator.

Components
Mzt Push-Pull Emergency Stops Mzz-pvseor-ms1  Key Release Emergency Stops @
Actuator  Catalog Actuator Key Catalog
Illumination/Indication Size Number Size Code Number
None 35mm M22-PV 35mm MS1 M22-PVS ©
45mm M22-PV45P MS2 M22-PVS-MS2
60 mm M22-PV60P MS3 M22-PVS-MS3
LED illumination 35mm M22-PVL MS4 M22-PVS-MS4
45mm M22-PVL45P MS5 M22-PVS-MS5
60 mm M22-PVL60P MS6 M22-PVS-MS6
Mechanical indication 45 mm M22-PV45P-MPI MS7 M22-PVS-MS7
60 mm M22-PV60P-MPI MS8 M22-PVS-MS8
45 mm MS1 M22-PVS45P
Twi Rel E S MS?2 M22-PVS45P-MS2
m22-pvTasp-mpl | Twist-to-Release Emergency Stops MS3 M22-PVS45P-MS3
Actuator  Catalog
Illumination/Indication Size Number Ms4 M22-PVS45P-MS4
MS5 M22-PVS45P-MS5
None 35mm M22-PVT
MS6 M22-PVS45P-MS6
45mm M22-PVT45P
MS7 M22-PVS45P-MS7
60 mm M22-PVT60P
— MS8 M22-PVS45P-MS8
LED illumination 35mm M22-PVLT
Ronis M22-PVS45P-RS
45mm M22-PVLT45P
60 mm MS1 M22-PVS60P
60 mm M22-PVLT60P
MS2 M22-PVS60P-MS2
Mechanical indication 45 mm M22-PVT45P-MPI
MS3 M22-PVS60P-MS3
60 mm M22-PVT60P-MPI
MS4 M22-PVS60P-MS4
MS5 M22-PVS60P-MS5
mzspur  Machine Stop Operators (Black) © MS6 M22-PVS60P-MS6
Actuator  Catalog MS7 M22-PVS60P-MS7
Illumination Type Size Number MS8 M22-PVSG0P-MS8
Non-illuminated ~ Push-pull 35 mm M228-PV Ronis M22-PVS60P-RS
Twist-to- ~ 35mm M22S-PVT Notes
release )
— @ Includes contact block mounting adapter.
LED illumination  Push-pull 35 mm M22s-PVL @ Key included. For identical locks and keys, use the same key code. One key is included with
Twist-to- 35 mm M22S-PVLT actuator; additional keys are available as accessories.
release @ Includes Key Code MS1.

Maximum number of contacts: four M22-(C)K01,...10, or two M22-(C)K02,...20, ...11.
Refer to IL or technical data sheet for more information.
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Contact Blocks @ MzrEsms1  ExtraKeys© n
Terminal Mounting Contact > For Key Code Catalog Number
Type Location @ Configuration® Catalog Number =
g O MS1 M22-ES-MS1
M22-K10 Screw Front NO M22-K10 \ MS2 M22-ES-MS2
NO, early-make  M22-K10P MS3 M22-ES-MS3
NC M22-Ko01 MS4 M22-ES-MS4
NC, late-break M22-K01D MS5 M22-ES-MS5
NC® M22-K01PV6 MS6 M22-ES-MS6
SMCB, NC M22-K01SMC10 MS7 M22-ES-MS7
SMCB, 2NC M22-K02SMC10 MS8 M22-ES-MS8
Base SMCB, NC M22-KC01SMC10
SMCB.ZNC  M22-KCa2SMC10 Accessories
Self- ~ Front INC M22-K01SMC10 Description Voltage Catalog Number
mf‘c‘t;’;‘é‘g NG M22-K02SMC10 N2 KGRV .
o Baso NG M22-KCO1SMC10 - ! Yellow guard ring — M22-XGPV
series) NG M22-KC02SMC10 = )

Gray guard ring — M22G-XGPV
FKO1SMC10 Self- NC M22-FK01SMC10
monitoring 3NC M22-AFK03SMC10
spring-cage
M22-MGTA Rectangular guard — M22-MGTA
M22-FK01 Spring- Front NO M22-CK10 -
cage NG M2Z-CKO1 M22-PL-PV Sealing shroud — M22-PL-PV
NC, late-break M22-CK01D
2NO M22-CK20
2NC M22-CK02 3
NO-NC M22-CK11 '
NC M22-FK01 ® M22-XPV60-Y-120 [lluminated ring 24 Vac/Ndc M22-XPV60-Y-24
NO M22-FK10 ® 120 Vac M22-XPV60-Y-120
3 230 Vac M22-XPV60-Y-230
mMz-teow ___ Light Units ®
Terminal LED Light Unit
Type Color Voltage Catalog Number
Screw  White 12-30VacNdc ~ M22-LED-W gotes
Y For complete listing of available contact blocks, see Accessories,
Red 12-30VacNde ~ M22-LED-R Pages V7-T1-111 to VI-T1-116.
Screw White 85-264 Vac M22-LED230-W @ Self-monitoring contact blocks (SMCB type) cannot be used with illuminated
Red 85-264 Vac M22-LED230-R emergency stops. o
S Wh TRTYIY MZZ-LEDZI0H-W ® AlINC contact blocks are positively driven contact. @
M22-FLED- crew e —coa vac : i @ Allows up to six contact blocks to be utilized, For use only with only M22-PV_.
B Red 207-264 Vac M22-LED230H-R ®  Additional contacts may not be stacked behind M22-F type contact blocks,
Spring- White 12-30 Vac/Vde M22-FLED-W M22-F can be stacked behind standard M22 contacts only.
cage Fod 12230 Vao/Va MZZ-FLEDR ® For use with key release operators only. One key included with operator.
e —30 Vac/Vdc - -

Maximum number of contacts: four M22-(C)K01,...10, or two M22-(C)K02,...20, ...11.
Refer to IL or technical data sheet for more information.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Selector Switches

Selector Switches

Product Description

Eaton’s M22 selector switch
line offers an almost endless
variety of options in
maintained/momentary, key-
removal and illuminated
devices. The coding adapters
used for maintained/
momentary and key removal
positions make the M22
stand out from competitive
devices. By simply adding or
removing a coding adapter
from inside the operator,

the end-user can change

the function of the button.
Operator options include
standard knob, rotary head,
illuminated and keyed
versions. As with all
operators, they can be
ordered as a ready to install
complete device or as
modular components to
meet application specific
requirements.

V7-T1-78

Features

* Adding or removing coding
adapters allows for field
convertibility of
maintained/momentary
and key removal positions

e LED offering only for
improved brightness
quality and up to 100,000
hours of operation

* More than 100,000
mechanical operations

Contents
Description

Selector Switches
Non-llluminated Switches
[lluminated Switches ...
Key Operated .........

* Coding adapter options
make assembly fast and
simplify stocking of
different configurations of
selector switches

* Capable of communicating
via ASi protocol with ASi
adapter modules

Protection Type
* |P66
e NEMA 4X, 13

Page

V7-T1-79
V7-T1-84
V7-T1-88
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Catalog Number Selection

Pushbuttons and Indicating Lights
22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Non-Illuminated Selector Switches

M22 - WRK _

Bezel

M22 = Silver
M228 = Black
M22M = Vetal

Handle Type ©

Number of Positions

W = Momentary rotary
WK = Momentary knob
WKV = Maintained V-position knob
WR = Maintained rotary
WRK = Maintained knob

Blank = Two-position
3= Three-position
4 = Four-position

@ All momentary selector switches can
be converted in the field to maintained
operation with the removal of a color-
coded adapter.

Volume 7—Logic Control, Operator Interface and Connectivity Solutions CA08100008E—August 2018 www.eaton.com

X91 - K10

iy

Inscription @

Contact Blocks

X91 = AUTO-HAND
X92 =1l

K10= NO
K10P = NO, early-make

@ Rotary type only.

Options

K11= NO-NC
K22 - 2NO-2NC
K20= 2NO
Ko2= 2NC

1.5
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Product Selection
Non-Illuminated Selector Switches

Mzzwkvkio __ Complete Devices, Knob Type ®
Contact Block Silver Bezel Black Bezel Metal Bezel
Type Switching Position Configuration @ Catalog Number Catalog Number Catalog Number
Two-position Maintained NO M22-WRK-K10 M22S-WRK-K10 M22M-WRK-K10
40° TNO-1NC M22-WRK-K11 M22S-WRK-K11 M22M-WRK-K11
\/ 2NO-2NC M22-WRK-K22 M22S-WRK-K22 M22M-WRK-K22
M22M-WKV-K10
Maintained V NO M22-WKV-K10 M22S-WKV-K10 M22M-WKV-K10
\/ 60° INO-1NC M22-WKV-K11 M22S-WKV-K11 M22M-WKV-K11
2NO-2NC M22-WKV-K22 M22S-WKV-K22 M22M-WKV-K22
Three-position Maintained 2NO M22-WRK3-K20 M22S-WRK3-K20 M22M-WRK3-K20
2N0-2NC M22-WRK3-K22 M22S-WRK3-K22 M22M-WRK3-K22

0
60° 1 \II/ 11 60°

Notes

@ Includes contact block mounting adapter.

@ AlINC contact blocks are positively driven contact. &)
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-Illluminated Selector Switches

Components
M22-WK Operators Only, Knob Type @
Silver Bezel Black Bezel Metal Bezel
Type Switching Position Catalog Number Catalog Number Catalog Number
Two-position Momentary @ M22-WK M22S-WK M22M-WK
\) 40°
Maintained M22-WRK M22S-WRK M22M-WRK
M22M-WK \/40“
Maintained V M22-WKV M22S-WKV M22M-WKV
\ / 60°
Three-position Momentary @ M22-WK3 M22S-WK3 M22M-WK3
0
40° |<”>|| 40°
Maintained M22-WRK3 M22S-WRK3 M22M-WRK3
0
60° |\"/ Il 60°
Maintained, return from left M22-WRK3-2 M22S-WRK3-2 M22M-WRK3-2
0 0
a0° |<”>u 400 60° |\II/ Il 60°
Maintained, return from right M22-WRK3-1 M22S-WRK3-1 M22M-WRK3-1
0 0
40° |<”>|| 40° 60° |\”/ I 60°
Four-position Maintained M22-WRK4 M22S-WRK4 M22M-WRK4
3 2

Notes
@ Includes contact block mounting adapter.

@ Momentary selector switches can be converted in the field to maintained operation with the removal of a color

coded adapter. See Page V7-T1-118.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-Illuminated Selector Switches

Components

M22S-WR3-X94

V7-T1-82

Operators Only, Rotary Type @

Silver Bezel Black Bezel Metal Bezel
Type Switching Position Inscription Catalog Number Catalog Number Catalog Number
Two-position Momentary @ I-0 M22-w M228-W M22M-W
\) 40°
Maintained 1-0 M22-WR M22S-WR M22M-WR
40° Custom M22-WR-ETCH @ M22S-WR-ETCH @ M22M-WR-ETCH @
AUTO-HAND M22-WR-X91 M22S-WR-X91 M22M-WR-X91
[I-I M22-WR-X92 M22S-WR-X92 M22M-WR-X92
Three-position Momentary @ 1-0-11 M22-W3 M228-W3 M22M-W3
0
40° |<”>|| 40°
Maintained 1-0-1l M22-WR3 M22S-WR3 M22M-WR3
0 Custom M22-WR3-ETCH ® M22S-WR3-ETCH @ M22M-WR3-ETCH ®
60° 60°
: \"/ " AUTO-0-MAN M22-WR3-X94 M22S-WR3-X94 M22M-WR3-X94
Four-position Maintained 0-1-0-2-0-3-0-4 M22-WR4 M22S-WR4 M22M-WR4
3 2

Notes

@ Includes contact block mounting adapter.
@ Momentary selector switches can be converted in the field to maintained operation with the removal of a color

coded adapter. See Page V7-T1-118.
® When ordering, specify inscription per catalog number suffix from the Symbols Library (see Pages V7-T1-129 to V7-T1-136)

into the Order Notes. For example, M22-WR3-ETCH; Order Notes: Mark with symbol X88, Line item #_.
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Pushbuttons and Indicating Lights
22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-Illluminated Selector Switches

Note: Included
with operator.

1.5

Components
M22-K10 Contact Blocks ® Accessories
Terminal Contact Description Catalog Number
T Confi tion @ Catalog Numb
ype onfiguration atalog Number 22X T TR

Screw NO M22-K10
NO, early-make M22-K10P
NC M22-Ko1

NC. late-break M22-K01D
Spring-cage NO M22-CK10 M22-XWS Key cover M22-XWS
M22-FK01
NC M22-CK01
NC, late-break M22-CK01D b
2NQ M22-CK20 )
2N M22-CK02 -
N O[-:N C MZZ-EK?1 M22-XC-R Key withdraw adapter ® M22-XC-R

NC M22-FK01 ©
NO M22-FK10 ©

M22-XC-Y Coding adapter M22-XC-Y

|

M22-XGWK Guard ring M22-XGWK

Notes

@ For complete listing of available contact blocks, see Accessories,

Pages V7-T1-111 to V7-T1-116.

AlINC contact blocks are positively driven contact. @

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.

® ®

®

three-position selector switches only.

@
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Plunger needed to actuate center-mounted contact blocks. Used for non-illuminated

Enables a keyed selector switch to be set to user-selected key withdraw position.
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

M22 —
—

Illuminated Selector Switches

ﬂLK—R—Kﬂ)—;T

LT

Bezel Handle Color Contact Blocks Light Units
M22 = Silver W = White K10=1NO K30 = 3NO 12-30 Vac/Vdc
M228 - Black R = Red K01 = 1NC K03 = 3NC W = White
M22M = Metal G = Green K20 = 2NO K21 = 2NO-1NC R = Red
Y = Yellow K02 = 2NC K12 = 1NO-2NC G = Green
B = Blue K11 = 1NO-1NC B = Blue
Handle Type 85-264 Vac
WLK = llluminated knob type 230W = White
momentary, two-position 230R = Red
WLKV = Illuminated Knob type 230G = Green
momentary, V-position 230B = Blue
WLK3 = |lluminated knob type
momentary, three-position
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Product Selection

llluminated Selector Switches

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Components
Mzwikw _____ Operators Only, Knob Type @
Silver Bezel Black Bezel Metal Bezel
Type Switching Position Button Color Catalog Number Catalog Number Catalog Number
Two-position Momentary @ White M22-WLK-W M22S-WLK-W M22M-WLK-W
40° Red M22-WLK-R M22S-WLK-R M22M-WLK-R
\) Green M22-WLK-G M22S-WLK-G M22M-WLK-G
Yellow M22-WLK-Y M22S-WLK-Y M22M-WLK-Y
Blue M22-WLK-B M22S-WLK-B M22M-WLK-B
Maintained White M22-WRLK-W M22S-WRLK-W M22M-WRLK-W
40° Red M22-WRLK-R M22S-WRLK-R M22M-WRLK-R
\/ Green M22-WRLK-G M22S-WRLK-G M22M-WRLK-G
Yellow M22-WRLK-Y M22S-WRLK-Y M22M-WRLK-Y
Blue M22-WRLK-B M22S-WRLK-B M22M-WRLK-B
Maintained V White M22-WLKV-W M22S-WLKV-W M22M-WLKV-W
\/ 60° Red M22-WLKV-R M22S-WLKV-R M22M-WLKV-R
Green M22-WLKV-G M22S-WLKV-G M22M-WLKV-G
Yellow M22-WLKV-Y M22S-WLKV-Y M22M-WLKV-Y
Blue M22-WLKV-B M22S-WLKV-B M22M-WLKV-B

Notes
@ Includes contact block mounting adapter.

@ Momentary selector switches can be converted in the field to maintained operation with the removal of a color coded

adapter. See Page V7-T1-118.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Illuminated Selector Switches

Components

M22-WLK3-W Operators Only, Knob Type @

Silver Bezel Black Bezel Metal Bezel
Type Switching Position Button Color Catalog Number Catalog Number Catalog Number
Three-position ~ Momentary @ White M22-WLK3-W M22S-WLK3-W M22M-WLK3-W
0 Red M22-WLK3-R M22S-WLK3-R M22M-WLK3-R
a0 {”} 40 Green M22-WLK3-G M225-WLK3-G M22M-WLK3-G
Yellow M22-WLK3-Y M22S-WLK3-Y M22M-WLK3-Y
Blue M22-WLK3-B M22S-WLK3-B M22M-WLK3-B
Maintained White M22-WRLK3-W M22S-WRLK3-W M22M-WRLK3-W
0 Red M22-WRLK3-R M22S-WRLK3-R M22M-WRLK3-R
o '\II/ " 60" Green M22-WRLK3-G M22S-WRLK3-G M22M-WRLK3-G
Yellow M22-WRLK3-Y M22S-WRLK3-Y M22M-WRLK3-Y
Blue M22-WRLK3-B M22S-WRLK3-B M22M-WRLK3-B
Maintained, return from right White M22-WRLK3-1-W M22S-WRLK3-1-W M22M-WRLK3-1-W
. 0 L 60 0 | 60° Red M22-WRLK3-1-R M22S-WRLK3-1-R M22M-WRLK3-1-R
<”> \”/ Green M22-WRLK3-1-G M22S-WRLK3-1-G M22M-WRLK3-1-G
Yellow M22-WRLK3-1-Y M22S-WRLK3-1-Y M22M-WRLK3-1-Y
Blue M22-WRLK3-1-B M22S-WRLK3-1-B M22M-WRLK3-1-B
Maintained, return from left White M22-WRLK3-2-W M22S-WRLK3-2-W M22M-WRLK3-2-W
0 0 R Red M22-WRLK3-2-R M22S-WRLK3-2-R M22M-WRLK3-2-R
10 I{"}" e I\II/ e Green M22-WRLK3-2-G M22S-WRLK3-2-G M22M-WRLK3-2-G
Yellow M22-WRLK3-2-Y M22S-WRLK3-2-Y M22M-WRLK3-2-Y
Blue M22-WRLK3-2-B M22S-WRLK3-2-B M22M-WRLK3-2-B

Notes
@ Includes contact block mounting adapter.

@ Momentary selector switches can be converted in the field to maintained operation with the removal of a color coded

adapter. See Page V7-T1-118.

V7-T1-86
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

llluminated Selector Switches

ﬁ Note: Included

with operator.

mz-1ebw __ Light Units @ Accessories
Terminal LED Light Unit Description Catalog Number
2) N h
Type Color @ Voltage Catalog MIZ2-XW Plunger bridge © V22XV
Screw White 12-30 M22-LED-W
Red Vac/Vdc  m22-LED-R
Green M22-LED-G
Blue M22-LED-B
Screw White 85-264 M22-LED230-W M22-XWS Key cover M22-XWS
Red Vac M22-LED230-R
M22-FLED- Green M22-LED230-G Ja
Blue M22-LED230-B
Spring-cage  White 12-30 M22-FLED-W
Red Vac/Vdc M22-FLED-R M22-XC-R Key withdraw adapter @ M22-XC-R
Green M22-FLED-G
Blue M22-FLED-B
Red/Green/ 24 Vdc M22-FLED-RG @
Yellow
Red, Green, M22-FLED-RGB ©® M22-XC-Y Coding adapter M22-XC-Y
Blue, Yellow,
White, Violet,
Turquoise l i
Contact Blocks © M22-XGWK Guard ring M22-XGWK
Terminal Contact
Type Configuration ©® Catalog Number
Screw NO M22-K10
NO, early-make M22-K10P
NG M22-K01 Notes
NC, late-break M22-K01D @ For complete listing of available light units and contact blocks, see Accessories,

Pages V7-T1-111 to V7-T1-116.

®

M22-FK01 Spring-cage - NO M22-CK10 Select the same color LED element as lens color; for yellow lens, choose a white LED.
NC M22-CKO1 Select a white lens if utilizing multi-color LED, M22-FLED-RG or M22-FLED-RGB.

NC, late-break M22-CK01D ® Please see color input key on Page V7-T1-114.
2NO M22-CK20 @ AIINC contact blocks are positively driven contact. &
2NC M22-CKo02 ® Additional contacts may not be stacked behind M22-F type contact blocks,

NO-NC M22-CK11 M22-F can be stacked behind standard M22 contacts only.

@

NC M22-FK01 ® Plunger needed to actuate center-mounted contact blocks. Used for non-illuminated
three-position selector switches only.
NO M22-FK10 © ®

Enables a keyed selectar switch to be set to user-selected key withdraw position.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection

Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Key-Operated Selector Switches

!—} L\

]

L

Bezel Handle Type Key Code Key Removal Position
M22 = Silver WS = Two-position, momentary Blank = MS1 Refer to coding adapter assembly
M22S = Black WS3 = Three-position, momentary MS2 = MS2 and functional test guide on Page
M22M = Metal WRS = Two-position, maintained MS3 = MS3 V7-T1-18.
WRS3 = Three-position, maintained MS4 = MS4
MS5 = MS5
MS6 = MS6
MS7 = MS7
MS8 = MS8
Product Selection
Key-Operated Selector Switches
Components
M22-Ws Operators Only ©
Silver Bezel Black Bezel Metal Bezel
Type Switching Position  Key Removal Position  Key Code Catalog Number Catalog Number Catalog Number
Twao-position Momentary @ Return from right, key MS1 M22-ws M22S-WS M22M-WS
40° removable left MS2 M22-WS-MS2 M225-WS-MS2 M22M-WS-MS2
MS3 M22-WS-MS3 M22S-WS-MS3 M22M-WS-MS3
MS4 M22-WS-MS4 M22S-WS-MS4 M22M-WS-MS4
M22S-WRS
MS5 M22-WS-MS5 M22S-WS-MS5 M22M-WS-MS5
MS6 M22-WS-MS6 M22S-WS-MS6 M22M-WS-MS6
MS7 M22-WS-MS7 M22S-WS-MS7 M22M-WS-MS7
MS8 M22-WS-MS8 M22S-WS-MS8 M22M-WS-MS8
Two-position Maintained Key removable left MS1 M22-WRS-A1 M22S-WRS-A1 M22M-WRS-A1
40° MS2 M22-WRS-MS2-A1  M22S-WRS-MS2-A1  M22M-WRS-MS2-A1
MS3 M22-WRS-MS3-A1 M22S-WRS-MS3-A1  M22M-WRS-MS3-A1
MS4 M22-WRS-MS4-A1 M22S-WRS-MS4-A1  M22M-WRS-MS4-A1
MS5 M22-WRS-MS5-A1 M22S-WRS-MS5-A1  M22M-WRS-MS5-A1
MS6 M22-WRS-MS6-A1 M22S-WRS-MS6-A1  M22M-WRS-MS6-A1
MS7 M22-WRS-MS7-A1 M22S-WRS-MS7-A1  M22M-WRS-MS7-A1
MS8 M22-WRS-MS8-A1 M22S-WRS-MS8-A1  M22M-WRS-MS8-A1
Key removable left/right ~ MS1 M22-WRS M22S-WRS M22M-WRS
MS2 M22-WRS-MS2 M22S-WRS-MS2 M22M-WRS-MS2
MS3 M22-WRS-MS3 M22S-WRS-MS3 M22M-WRS-MS3
MS4 M22-WRS-MS4 M22S-WRS-MS4 M22M-WRS-MS4
MS5 M22-WRS-MS5 M22S-WRS-MS5 M22M-WRS-MS5
MS6 M22-WRS-MS6 M22S-WRS-MS6 M22M-WRS-MS6
MS7 M22-WRS-MS7 M22S-WRS-MS7 M22M-WRS-MS7
MS8 M22-WRS-MS8 M22S-WRS-MS8 M22M-WRS-MS8
Notes

@ Includes one key.

@ Key removal positions can be modified in the field using coding adapters; see chart on Page V7-T1-118.

@ Includes contact block mounting adapter.

@ Momentary selector switches can be converted in the field to maintained operation with the removal of a color coded adapter. See Page V7-T1-118.

V7-T1-88
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Key-Operated Selector Switches ©®
Components

M22-WS3-X93 Operators Only, continued ®

Silver Bezel Black Bezel Metal Bezel
Type Switching Position  Key Removal Position  Key Code Catalog Number Catalog Number Catalog Number
Three-position ~ Momentary ® Return from left/right, MS1 M22-WS3 M22S-WS3 M22M-WS3
0 key removable center 7 M22-WS3-MS2 M22S-WS3-MS2 M22M-WS3-MS2
o (“} Ir40° MS3 M22-WS3-MS3 M22S-WS3-MS3  M22M-WS3-MS3
MS4 M22-WS3-MS4 M22S-WS3-MS4 M22M-WS3-MS4
M22M-WS3-X93 MS5 M22-WS3-MS5 M22S-WS3-MS5  M22M-WS3-MS5
MS6 M22-WS3-MS6 M225-WS3-MS6 M22M-WS3-MS6
MS7 M22-WS3-MS7 M225-WS3-MS7 M22M-WS3-MS7
MS8 M22-WS3-MS8 M225-WS3-MS8 M22M-WS3-MS8
Three-position  Maintained Key removable MS1 M22-WRS3-A1 M22S-WRS3-A1 M22M-WRS3-A1
¥ o left/center/right MS2 M22-WRS3-MS2-A1  M22S-WRS3-MS2-A1 M22M-WRS3-MS2-A1
50 '\H/ I 60 MS3 M22-WRS3-MS3-A1  M22S-WRS3-MS3-A1 M22M-WRS3-MS3-A1
MS4 M22-WRS3-MS4-A1  M22S-WRS3-MS4-A1 M22M-WRS3-MS4-A1
MS5 M22-WRS3-MS5-A1  M22S-WRS3-MS5-A1 M22M-WRS3-MS5-A1
MS6 M22-WRS3-MS6-A1  M22S-WRS3-MS6-A1 M22M-WRS3-MS6-A1
MS7 M22-WRS3-MS7-A1  M22S-WRS3-MS7-A1 M22M-WRS3-MS7-A1
MS8 M22-WRS3-MS8-A1  M22S-WRS3-MS8-A1 M22M-WRS3-MS8-A1
Key removable MS1 M22-WRS3-A2 M22S-WRS3-A2 M22M-WRS3-A2
center/left MS2 M22-WRS3-MS2-A2  M22S-WRS3-MS2-A2 M22M-WRS3-MS2-A2
MS3 M22-WRS3-MS3-A2  M22S-WRS3-MS3-A2 M22M-WRS3-MS3-A2
MS4 M22-WRS3-MS4-A2  M22S-WRS3-MS4-A2 M22M-WRS3-MS4-A2
MS5 M22-WRS3-MS5-A2  M22S-WRS3-MS5-A2 M22M-WRS3-MS5-A2
MS6 M22-WRS3-MS6-A2  M22S-WRS3-MS6-A2 M22M-WRS3-MS6-A2
MS7 M22-WRS3-MS7-A2  M22S-WRS3-MS7-A2 M22M-WRS3-MS7-A2
MS8 M22-WRS3-MS8-A2  M22S-WRS3-MS8-A2 M22M-WRS3-MS8-A2
Key removable MST M22-WRS3-A3 M22S-WRS3-A3 M22M-WRS3-A3
center/right MS2 M22-WRS3-MS2-A3  M22S-WRS3-MS2-A3 M22M-WRS3-MS2-A3
MS3 M22-WRS3-MS3-A3  M22S-WRS3-MS3-A3 M22M-WRS3-MS3-A3
MS4 M22-WRS3-MS4-A3  M22S-WRS3-MS4-A3 M22M-WRS3-MS4-A3
MS5 M22-WRS3-MS5-A3  M22S-WRS3-MS5-A3 M22M-WRS3-MS5-A3
MS6 M22-WRS3-MS6-A3  M22S-WRS3-MS6-A3 M22M-WRS3-MS6-A3
MS7 M22-WRS3-MS7-A3  M22S-WRS3-MS7-A3 M22M-WRS3-MS7-A3
MS8 M22-WRS3-MS8-A3  M22S-WRS3-MS8-A3 M22M-WRS3-MS8-A3
Key removable MS1 M22-WRS3 M225-WRS3 M22M-WRS3
left/ight MS2 M22-WRS3-MS2 M22S-WRS3-MS2  M22M-WRS3-MS2
MS3 M22-WRS3-MS3 M22S-WRS3-MS3  M22M-WRS3-MS3
MS4 M22-WRS3-MS4 M22S-WRS3-MS4  M22M-WRS3-MS4
MS5 M22-WRS3-MS5 M22S-WRS3-MS5  M22M-WRS3-MS5
MS6 M22-WRS3-MS6 M22S-WRS3-MS6  M22M-WRS3-MS6
MS7 M22-WRS3-MS7 M22S-WRS3-MS7  M22M-WRS3-MS7
MS8 M22-WRS3-MS8 M22S-WRS3-MS8  M22M-WRS3-MS8
Notes
@ Includes one key.
@ Key removal positions can be modified in the field using coding adapters; see chart on Page V7-T1-118.
g) Includes contact block mounting adapter.
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Momentary selector switches can be converted in the field to maintained operation with the removal of a color coded adapter. See Page V7-T1-118.

V7-T1-89



22.5 mm RMQ-Titan Modular Pushbuttons—M22

Key-Operated Selector Switches *®

Components

M22-WS3-X93

M22M-WS3-X93

V7-T1-90

Operators Only, continued ®

Key Removal Silver Bezel Black Bezel Metal Bezel
Type Switching Position  Position Key Code  Catalog Number Catalog Number Catalog Number
Three-position ~ Maintained Return from left, MS1 M22-WRS3-A7 M22S-WRS3-A7 M22M-WRS3-A7
oo ) key removable conter o M22-WRS3-MS2-A7  M22S-WRS3-MS2-A7  M22M-WRS3-MS2-A7
50 '\"/ 60 MS3 M22-WRS3-MS3-A7  M22S-WRS3-MS3-A7  M22M-WRS3-MS3-A7
MS4 M22-WRS3-MS4-A7  M22S-WRS3-MS4-A7  M22M-WRS3-MS4-A7
MS5 M22-WRS3-MS5-A7  M22S-WRS3-MS5-A7  M22M-WRS3-MS5-A7
MS6 M22-WRS3-MS6-A7  M22S-WRS3-MS6-A7  M22M-WRS3-MS6-A7
MS7 M22-WRS3-MS7-A7  M22S-WRS3-MS7-A7  M22M-WRS3-MS7-A7
MS8 M22-WRS3-MS8-A7  M22S-WRS3-MS8-A7  M22M-WRS3-MS8-A7
Return from left, MST M22-WRS3-A6 M22S-WRS3-A6 M22M-WRS3-A6
ng}{g}‘%ﬁf'e MS2 M22-WRS3-MS2-A6  M22S-WRS3-MS2-A6  M22M-WRS3-MS2-A6
MS3 M22-WRS3-MS3-A6  M22S-WRS3-MS3-A6  M22M-WRS3-MS3-A6
MS4 M22-WRS3-MS4-AG  M22S-WRS3-MS4-A6  M22M-WRS3-MS4-A6
MS5 M22-WRS3-MS5-A6  M22S-WRS3-MS5-06  M22M-WRS3-MS5-A6
MS6 M22-WRS3-MS6-A6  M22S-WRS3-MS6-A6  M22M-WRS3-MS6-A6
MS7 M22-WRS3-MS7-A6  M22S-WRS3-MS7-A6  M22M-WRS3-MS7-A6
MS8 M22-WRS3-MS8-A6  M22S-WRS3-MS8-A6  M22M-WRS3-MS8-A6
Three-position ~ Maintained Return from right, MS1 M22-WRS3-A4 M22S-WRS3-A4 M22M-WRS3-A4
o 0 ) 'gg%tfrmovab'e'ew MS2 M22-WRS3-MS2-A4  M22S-WRS3-MS2-A4  M22M-WRS3-MS2-Ad
'\II/ 60 MS3 M22-WRS3-MS3-A4  M22S-WRS3-MS3-A4  M22M-WRS3-MS3-Ad
MS4 M22-WRS3-MS4-A4  M22S-WRS3-MS4-Ad  M22M-WRS3-MS4-Ad
MS5 M22-WRS3-MS5-A4  M22S-WRS3-MS5-A4  M22M-WRS3-MS5-A4
MS6 M22-WRS3-MS6-A4  M22S-WRS3-MS6-A4  M22M-WRS3-MS6-A4
MS7 M22-WRS3-MS7-A4  M22S-WRS3-MS7-A4  M22M-WRS3-MS7-A4
MS8 M22-WRS3-MS8-A4  M22S-WRS3-MS8-A4  M22M-WRS3-MS8-A4
Retun fromright,  MS1 M22-WRS3-A5 M22S-WRS3-A5 M22M-WRS3-A5
key removable conter o M22-WRS3-MS2-A5  M22S-WRS3-MS2-A5  M22M-WRS3-MS2-A5
MS3 M22-WRS3-MS3-A5  M22S-WRS3-MS3-A5  M22M-WRS3-MS3-A5
MS4 M22-WRS3-MS4-A5  M22S-WRS3-MS4-A5  M22M-WRS3-MS4-A5
MS5 M22-WRS3-MS5-A5  M22S-WRS3-MS5-A5  M22M-WRS3-MS5-A5
MS6 M22-WRS3-MS6-A5  M22S-WRS3-MS6-A5  M22M-WRS3-MS6-AS
MS7 M22-WRS3-MS7-A5  M22S-WRS3-MS7-A5  M22M-WRS3-MS7-A5
MS8 M22-WRS3-MS8-A5  M22S-WRS3-MS8-A5  M22M-WRS3-MS8-A5

Notes
@ Includes one key.

@ Key removal positions can be modified in the field using coding adapters; see chart on Page V7-T1-118.

® Includes contact block mounting adapter.
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Key-Operated Selector Switches

/

Note: Included
with operator.

Components
Mzzxio _______ Contact Blocks ® Accessories
Terminal Contact Description Catalog Number
Type Configuration @ Catalog Number NZZXW Plunger bridge © V22X
Screw NO M22-K10
NO, early-make M22-K10P
NC M22-Ko1
NC, late-break M22-K01D
Spring-cage  NO M22-CK10 M22-XWS Key cover M22-XWS
M22-FK01 NC M22-CK01
NC, late-break M22-CK01D ]
2NO M22-CK20
2NC M22-CK02
NO-NC M22-CK11 M22-XC-R Key withdraw adapter ® M22-XC-R
NC M22-FK01 ®
NO M22-FK10 © l l
M22-XC-Y Coding adapter M22-XC-Y
M22-Esms1  Extra Keys l i
Key Code Catalog Number
e C\ MS1 M22-ES-MS$1
I sz M22-ES-VIS2 M22-XGWK Guard ring M22-XGWK
MS3 M22-ES-MS3
MS4 M22-ES-MS4
MS5 M22-ES-MS5
MS6 M22-ES-MS6 Notes
MS7 M22-ES-MS7 @ For complete listing of available contact blocks, see Accessories,
MS8 M22-ES-MS8 Pages V7-T1-111 to V7-T1-116.
@ AlINC contact blocks are positively driven contact. &
®

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.

@ Plunger needed to actuate center-mounted contact blocks. Used for non-illuminated

three-position selector switches only.

@
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Mushroom Head Pushbuttons

Product Description

Eaton’s M22 mushroom head
operators are a durable and
unique way to include
standard pushbutton
functionality. Like the
standard pushbutton line,
the maintained pushbuttons
are field convertible to
momentary. They also offer
laser engraving and a robust
five million mechanical
operations on the standard
momentary operator. As with
all operators, they can be
ordered as a ready to install
complete device or as
modular components.

V7-T1-92

Features

* Field convertible from
maintained to momentary
(available on maintained
pushbuttons only)

e Customizable laser
engraving on all buttons

* More than five million
mechanical operations on
momentary and one million
on maintained pushbuttons

* Modular construction
makes assembly fast and
simplifies stocking of
components and complete
devices

* Capable of communicating
via ASi protocol with ASi
adapter modules

Protection Type
e P67, IP6IK
* NEMA4X, 13
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Mushroom Head Pushbuttons

M22 - DP - R - GB4 - K01

[ - 1
Bezel Plate Inscription Contact Blocks
M22 = Silver ETCH = Custom® X0= © K01 = NC
M22S = Black GBO= STOP X1=- ® K10= NO
M22M = Metal GB1= START X4- ® K11 = NO-NC
GB3- UP X5- © K12 = TNO-2NC
GB4= DOWN X6= ®
GB5= (FF X7- ®
Operator Type Operator Color GB6= ON
DP = Nor-illuminated momentary R = Red GB15= FORWARD
mushroom head pushbutton S = Black GB16 = REVERSE
DRP = Non-illuminated maintained G = Green
mushroom head pushbutton Y = Yellow © When ordering, specify inscription per

catalog number suffix from the Symbols
Library (see Pages V7-T1-129 to
V7-T1-136) into the Order Notes.

For example, M22-DP-R-ETCH;

Order Notes: Mark with symbol X91,
Line item #_.
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

n Product Selection

Mushroom Head Pushbuttons, Momentary ©

M22-DP-R-K01 Complete Devices
Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration @ Catalog Number Catalog Number Catalog Number
Red NC M22-DP-R-K01 M22S-DP-R-K01 M22M-DP-R-K01
2NC M22-DP-R-K02 M22S-DP-R-K02 M22M-DP-R-K02
TNO-2NC M22-DP-R-K12 M22S-DP-R-K12 M22M-DP-R-K12
M225-DP-R-K01 INO-INC M22-DP-R-K11 M225-DP-R-K11 M22M-DP-R-K11
M22M-DP-R-K01
M22-DP-G Operators Only @
Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Black M22-DP-S M22S-DP-S M22M-DP-S
Red M22-DP-R M22S-DP-R M22M-DP-R
Green M22-DP-G M22S-DP-G M22M-DP-G
M22S-DP-G Yellow M22-DP-Y M22S-DP-Y M22M-DP-Y
M22M-DP-G
Notes

@ 35 mm diameter mushroom head button.
@ Includes contact block mounting adapter. &
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Mushroom Head Pushbuttons, Momentary ©

D Note: Included
with operator.

Components
Mzzxopg ____ Mushroom Head Plates mzzopGgx ____ Insertless Mushroom Head Operators
Color Inscription Catalog Number Bezel Color Catalog Number
Black — M22-XDP-S @ Silver Black M22-DP-S-X
Custom M22-XDP-S-ETCH ® Red M22-DP-R-X
STOP M22-XDP-S-GB0 Green M22-DP-G-X
START M22-XDP-S-GB1 Yellow M22-DP-Y-X
FORWARD M22-XDP-S-GB15 Black Black M22S-DP-S-X
REVERSE M22-XDP-S-GB16 Red M22S-DP-R-X
uP M22-XDP-S-GB3 Green M22S-DP-G-X
DOWN M22-XDP-S-GB4 Yellow M22S-DP-Y-X
OFF M22-XDP-S-GB5 Metal Black M22M-DP-S-X
ON M22-XDP-S-GB6 Red M22M-DP-R-X
© M22-XDP-S-X0 Green M22M-DP-G-X
(O} M22-XDP-S-X1 Yellow M22M-DP-Y-X
® M22-XDP-S-X4
e M22-XDP-S-X5 Mzzxio ______ Contact Blocks ®
® M22-XDP-§-X7 Terminal Contact
Red — M22-XDP-R @ Type Configuration ® Catalog Number
Custom M22-XDP-R-ETCH @ Strow NO M22.K10
stop M22-XDP-R-GBO NO, early-make M22-K10P
OFF M22-XDP-R-GB5 NC M22-K01
© M22-XDP-R-X0 NC, late-break M22-K01D
Green — M22-XDP-G @ Spring-cage  NO M22-CK10
Custom M22-XDP-G-ETCH ® M22-FK01 NC M22-CK01
START M22-XDP-G-GB1 NC. late-break M22-CK01D
ON M22-XDP-G-GB6 2NO M22-CK20
© M22-XDP-G-X0 2NC M22-CKo02
® M22-XDP-G-X1 NO-NC M22-CK11
White — M22-XDP-W @ NC M22-FKo1 ©
Custom M22-XDP-W-ETCH ® NO M22-FK10©
Yellow — M22-XDP-Y @
Custom M22-XDP-Y-ETCH ®

@ 35 mm diameter mushroom head button.

@ Minimum order quantity of (10).

® When ordering, specify inscription per catalog number suffix from the Symbols
Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-XDP-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.
For complete listing of available contact blocks, see Accessories,

Pages V7-T1-111 to V7-T1-116.

AlINC contact blocks are positively driven contact. &

Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.

®

@ @
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Product Selection

Non-llluminated Mushroom Head Pushbuttons, Maintained ©®

MzzorPRk1 ___ Complete Devices
Button Contact Block Silver Bezel Black Bezel Metal Bezel
Color Configuration ® Catalog Number Catalog Number Catalog Number
Red NC M22-DRP-R-K01 M22S-DRP-R-K01 M22M-DRP-R-K01
2NC M22-DRP-R-K02 M22S-DRP-R-K02 M22M-DRP-R-K02
1NO-2NC M22-DRP-R-K12 M22S-DRP-R-K12 M22M-DRP-R-K12
M225-DRP-R-K01 INO-INC M22-DRP-R-K11 M22S-DRP-R-K11 M22M-DRP-R-K11
M22M-DRP-R-K01
mzz0rpG _____ Operators Only
Silver Bezel Black Bezel Metal Bezel
Button Color Catalog Number Catalog Number Catalog Number
Black M22-DRP-S M22S-DRP-S M22M-DRP-S
Red M22-DRP-R M22S-DRP-R M22M-DRP-R
Green M22-DRP-G M22S-DRP-G M22M-DRP-G
M22S-DRP-G Yellow M22-DRP-Y M22S-DRP-Y M22M-DRP-Y
M22M-DRP-G
Notes

® 35 mm diameter mushroom head button.

@ Maintained pushbuttons can be converted in the field to momentary operation by switching the locking ring,
which is accessible through the side of the operator body.

© AlINC contact blocks are positively driven contact. &)

Note: This pilot device features a selectable function switch that enables the device
to be set to either maintained or momentary operation.
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Non-llluminated Mushroom Head Pushbuttons, Maintained @@

&W Q/

Note: Included
with operator.

Components
Mzzxppg ____ Mushroom Head Plates ® M2zorrGx _____ Insertless Mushroom Head Operators

Color Inscription Catalog Number Bezel Color Catalog Number

Black — M22-XDP-§ @ Silver Black M22-DRP-S-X
Custom M22-XDP-S-ETCH ® Red M22-DRP-R-X
STOP M22-XDP-S-GB0 Green M22-DRP-G-X
START M22-XDP-S-GB1 Yellow M22-DRP-Y-X
FORWARD M22-XDP-S-GB15 Black Black M22S-DRP-S-X
REVERSE M22-XDP-S-GB16 Red M22S-DRP-R-X
up M22-XDP-S-GB3 Green M22S-DRP-G-X
DOWN M22-XDP-S-GB4 Yellow M22S-DRP-Y-X
OFF M22-XDP-S-GB5 Metal Black M22M-DRP-S-X
ON M22-XDP-S-GB6 Red M22M-DRP-R-X
© M22-XDP-S-X0 Green M22M-DRP-G-X
(O} M22-XDP-S-X1 Yellow M22M-DRP-Y-X
® M22-XDP-S-X4
) M22-XDP-S-X5 Contact Blocks @
® M22-XDP-S-X7 Terminal Contact

Red — M22-XDP-R @ Type Configuration © Catalog Number
Custom M22-XDP-R-ETCH ® Screw NO M22-K10
stop M22-XDP-R-GBO NO, early-make M22-K10P
QOFF M22-XDP-R-GB5 NC M22-Ko1
© M22-XDP-R-X0 NC, late-break M22-K01D

Green — M22-XDP-G © Spring-cage  NO M22-CK10
Custom M22-XDP-G-ETCH ® M22-FK01 NC M22-CK01
START M22-XDP-G-GB1 NC, late-break M22-CK01D
ON M22-XDP-G-GB6 2NO M22-CK20
© M22-XDP-G-X0 INC M22-CK02
® M22-XDP-G-X1 NO-NC M22-CK11

White — M22-XDP-W © NC M22-FKo1 @
Custom M22-XDP-W-ETCH ® NO M22-FK10

Yellow — M22-XDP-Y ®@
Custom M22-XDP-Y-ETCH ®

Notes

@

35 mm diameter mushroom head button.

@ Maintained pushbuttons can be converted in the field to momentary operation by
switching the locking ring, which is accessible through the side of the operator body.
For complete listing of available button plates and contact blocks, see Accessories,
Pages V7-T1-111 to V7-T1-116.

Minimum order quantity of (10).

When ordering, specify inscription per catalog number suffix from the Symbols
Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-XDP-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.
AlINC contact blocks are positively driven contact. @

Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.

® S

@ ®

[ONC)
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Double Pushbhuttons

Product Description
Eaton’s M22 double

pushbutton line is perfect for

applications such as motor

and pump starting, as well as

anytime space is limited. In
addition to the two buttons

that fit in one 22 mm hole is

the integrated white
indicating light between

them. These three operators
allow for multiple functions to

occur in a single space.
Green/red, black/white and
black/black color options
along with laser engraving
allow for further custom
applications.

Catalog Number Selection
Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Double Pushbuttons

Features

Flush and extended, as
well as color options allow
for the perfect combination
button

Integrated indicating light
adds even more
functionality in one

Customizable laser
engraving on all buttons
LED offering only for
improved brightness
quality and up to 100,000
hours of operation

* More than 200,000
mechanical operations

® (Capable of communicating
via ASi protocol with ASi
adapter modules

Protection Type
standard 22 mm hole * |P66

* NEMA 4X, 13

!_‘ !—‘ L\ |
Bezel Inscription Contact Blocks Light Units
M22 = Silver GBO= STOP K10=1NO K30=3NO 12-30 Vac/Vde
M228 - Black GB1= START K01 = 1NC K03 = 3NC W = White
GB3= UP K20 = 2NO K21 = 2NO-1NC R = Red
GB4= DOWN K02 = 2NC K12 = 1NO-2NC G = Green
GB5= OFF K11 = 1NO-1NC B = Blue
Operator Type Button Plate Color GB6= ON 85-264 Vac
DDL = Extended buttons and light Top Bottom GB14 = RESET 230W = White
DDLF = Flush buttons and light GR = | Green Red GB15= FORWARD 230R = Red
DDLM = Extended hottom button WS - | White Black GB16 = REVERSE 230G = Green
S - | Black | Black X0-0© 2308 - Blue
X1- ©
X5= ®
X5= O
X6- ®
X7- ®
X5= ©®

V7-T1-98
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Product Selection

Components
Double Pushbuttons, Extended Pushbuttons and Center Light, Momentary
Operators Only ©

Color Inscription
Bezel Top Bottom Top Bottom Catalog Number
M22-DDL-GR-GB1-GB0  Silver Green Red — — M22-DDL-GR
Custom Custom M22-DDL-GR-ETCH @
® © M22-DDL-GR-X1-X0
START STOP M22-DDL-GR-GB1-GBO
White Black —_ —_ M22-DDL-WS
Custom Custom M22-DDL-WS-ETCH @
0) © M22-DDL-WS-X1-X0
START STOP M22-DDL-WS-GB1-GBO
Black Black — — M22-DDL-S
Custom Custom M22-DDL-S-ETCH @
— — M22-DDL-S-X4-X5
® ® M22-DDL-S-X7-X7
M22S-DDL-GR-X1-X0  Black Green Red — — M22S-DDL-GR
Custom Custom M22S-DDL-GR-ETCH @
(0} © M22S-DDL-GR-X1-X0
START STOP M22S-DDL-GR-GB1-GBO
White Black —_ —_ M22S-DDL-WS
Custom Custom M22S-DDL-WS-ETCH @
0) © M22S-DDL-WS-X1-X0
START STOP M22S-DDL-WS-GB1-GB0
Black Black — — M22S-DDL-S
Custom Custom M22S-DDL-S-ETCH @
® — M22S-DDL-S-X4-X5
® ® M22S-DDL-S-X7-X7

Notes
@ Includes contact block mounting adapter.

@ When ordering, specify inscription per catalog number suffix from the Symbols Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.
For example, M22-DDL-S-ETCH; Order Notes: Mark with symbol X91, Line item #_.
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1 5 Pushbuttons and Indicating Lights

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Double Pushbuttons, Flush Top Pushbuttons and Center Light, Momentary
Operators Only ©®

Color Inscription
Bezel Top Bottom Top Bottom Catalog Number
M22-DDLF-GR Silver Green Red — — M22-DDLF-GR
Custom Custom M22-DDLF-GR-ETCH @
White Black — — M22-DDLF-WS
Custom Custom M22-DDLF-WS-ETCH @
Green Red ® © M22-DDLF-GR-X1-X0
White Black ® © M22-DDLF-WS-X1-X0
M22S-DDLF-GR-X1-X0  Black Green Red — — M22S-DDLF-GR
Custom Custom M22S-DDLF-GR-ETCH @
White Black — — M22S-DDLF-WS
Custom Custom M22S-DDLF-WS-ETCH @
Green Red ® © M22S-DDLF-GR-X1-X0
White Black ® © M22S-DDLF-WS-X1-X0

Double Pushbuttons, Flush Top Pushbutton and Center Light, Extended Bottom Pushbutton, Momentary
Operators Only ©

Color Inscription
Bezel Top Bottom Top Bottom Catalog Number
M22-DDLM-GR Silver Green Red — — M22-DDLM-GR
Custom Custom M22-DDLM-GR-ETCH @
White Black —_ —_ M22-DDLM-WS
Custom Custom M22-DDLM-WS-ETCH @
Green Red 0] © M22-DDLM-GR-X1-X0
White Black (0} © M22-DDLM-WS-X1-X0
M22-DDLM-GR-X1-X0  Black Green Red — — M22S-DDLM-GR
Custom Custom M22S-DDLM-GR-ETCH @
White Black —_ —_ M22S-DDLM-WS
Custom Custom M22S-DDLM-WS-ETCH @
Green Red 0] © M22S-DDLM-GR-X1-X0
White Black ® © M22S-DDLM-WS-X1-X0

Notes
@ Includes contact block mounting adapter.

@ \When ordering, specify inscription per catalog number suffix from the Symbols Library (see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-DDLM-GR-ETCH; Order Notes: Mark with symbol X91, Line item #_.
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Pushbuttons and Indicating Lights 1 5

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Double Pushbuttons

‘/
oly ¥

Note: Included
with operator.

M22-LED-W Light Units ©® M22-K10 Contact Blocks ©®
Terminal LED Light Unit Terminal Contact
Type Color Voltage Catalog Number Type Configuration ® Catalog Number
Screw White 12-30 M22-LED-W Screw NO M22-K10
Red Vac/Vde  M22-LED-R NO, early-make M22-K10P
Green M22-LED-G NC M22-Ko1
Blue M22-LED-B NC, late-break M22-K01D
Screw White 85-264 M22-LED230-W Spring-cage  NO M22-CK10
R Vac M22-LED230-R M22-FKO1 NC M22-CK
M22-FLED-_ ed -LED230- -CKO1
Green M22-LED230-G NC, late-break M22-CK01D
Blue M22-LED230-B 2NO M22-CK20
Spring-cage  White 12-30 M22-FLED-W 2NC M22-CK02
Red VacVde  Mz2-FLED-R NO-NC M22-CK11
Green M22-FLED-G NC M22-FK01 ©
Blue M22-FLED-B NO M22-FK10 @
Red/Green/  24Vdc M22-FLED-RG @
Yellow
Red, Green, M22-FLED-RGB @ Notes
Blue, Yellow, - L . ) . .
White, Violet @ For complete listing of available light units and contact blocks, see Accessories,
Turquc;ise ' Pages V7-T1-111 to V7-T1-116.

Please see color input key on Page V7-T1-114.

AlINC contact blocks are positively driven contact. &

Additional contacts may not be stacked behind M22-F type contact blocks,
M22-F can be stacked behind standard M22 contacts only.

® e
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22.5 mm RMQ-Titan Modular Pushbuttons—M22

Four-Way Pushbuttons

Features

* Four buttons in one
operator allows for

Product Description

Eaton’s M22 four-way push-
button is a truly unique
offering. A four-way increased functionality in
pushbutton offers four limited space

diffel’ent buttons mounted ° Optional interlocking

in a single 22 mm hole. This option, which prevents two
is ideal not only for an buttons from being

application with limited actuated at the same time
space, but also directional

applications (when ordered
with the four arrow engraving
option). Another unique
option is the interlocked
version, which prevents two
opposite buttons from being
actuated at the same time.

Catalog Number Selection

e Customizable laser
engraving on all buttons for
directional or other
applications

* Capable of communicating
via ASi protocol with ASi
adapter modules

Protection Type
* |P66

Catalog Number Selection is for illustrative purposes only and not to be used to create new catalog numbers.

Four-Way Pushbuttons

T

Bezel Button Color

M22 = Silver S = Black

M228 - Black

Operator Type
D4 = Four-way pushbutton,
mamentary, non-interlocked
DI4 = Four-way pushbutton,
momentary, interlocked

V7-T1-102

Inscription Contact Blocks
ETCH = Custom @ K10 = 1NO K30 =3NO
X1- 0006 K01 = 1NC K03 =3NC
K20 = 2NO K21 =2NO-1NC
© When ordering, specify K02 = 2NC K12 =1NO-2NC
inscription per catalog K11 = 1NO-1NC

number suffix from the Symbols
Library (see Pages V7-T1-129
to V7-T1-136) into the Order
Notes.

For example, M22-D4-S-ETCH;
Order Notes: Mark with symbol
X91, Line item #_.
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Product Selection

Four-Way Pushbuttons, Momentary

22.5 mm RMQ-Titan Modular Pushbuttons—M22

Note: Included
with operator.

Components
M22-D4-SX7 Operators Only ©
Type Bezel Color Inscription Catalog Number
Non-interlocked Silver Black — M22-D4-S
Custom M22-D4-S-ETCH ©
Directional arrows M22-D4-S-X7
Black Black — M22S-D4-S
Custom M22S-D4-S-ETCH ®
Directional arrows M22S-D4-S-X7
Interlocked Silver Black — M22-D14-S
Custom M22-DI4-S-ETCH ®
Directional arrows M22-D14-S-X7
Black Black —_ M22S-DI4-S
Custom M22S-DI4-S-ETCH @
Directional arrows M22S-DI4-S-X7
M22-K10 Contact Blocks ®@
Terminal Contact
Type Configuration ® Catalog Number
Screw NO M22-K10
NO, early-make M22-K10P
NC M22-Ko1
NC, late-break M22-K01D
Spring-cage NO M22-CK10
M22-FK01 NC M22-CK01
NC, late-break M22-CK01D
2NO M22-CK20
2NC M22-CK02
NO-NC M22-CK11
NC M22-FK01 ®
NO M22-FK10 ®
Notes

©]

Includes contact block mounting adapter.

For complete listing of available contact blocks, see Accessories, Pages V7-T1-111 to V7-T1-116.
When ordering, specify inscription per catalog number suffix from the Symbols Library

(see Pages V7-T1-129 to V7-T1-136) into the Order Notes.

For example, M22-D4-S-ETCH; Order Notes: Mark with symbol X391, Line item #_.

AlINC contact blocks are positively driven contact. &

Additional contacts may not be stacked behind M22-F type contact blocks,

M22-F can be stacked behind standard M22 contacts only.

® ®

®®
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