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D4 Series
Product Description Standards and Certifications Catalog Number Selection
The D4 Series is a slim-form . s ©
relay designed to fit into tight Q\ File # E1491, E65657 D4 Series
spaces. The retaining clip is @ File # LR701519 DAPR 1 1 A
built in to the socket to 7 7 T T
provide easy and secure C E _ I_l _
assembly. Family Type Coil Voltage
v/ D4PR A= 120 Vac
Features RoHS A1= 110Vde
. B= 240V,
e Slim-styled power relay Contact Configuration P- 6VacaC
¢ Socket has built-in hold- 1=SPDT P1=6Vdc
down clip 2=DPDT R= 12Vac
* Panel or DIN rail mounting —— R:.: ;%gg
Options T1=24Vdc
Blank = Plain cover W = 48 Vac
1= Indicating light W1 - 48 Vdc
Product Selection
D4 Relay/Socket Quick Reference
Relay Type Socket Hold-Down Clip
D4PR1 DAPAT @
D4PR2 D4PA2 ®

Notes

@ For deciphering catalog numbers. Do not use for ordering as not all combinations are
readily available.
@ Socket has built-in hold-down spring.
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D4 Series

Standard Catalog Standard Catalog
Voltage/Poles Pack Number Voltage/Poles Pack Number
DIN Rail Sockets DPDT with Indicating Light
Single-pole 10 D4PA1 120 Vac 1 D4PR21A
Two-pole 10 D4PA2 110 Vde 1 D4PR21A1
SPDT with Indicating Light 240 Vac 1 D4PR21B
120 Vac 1 D4PR11A 6 Vac 50 D4PR21P
110 Vdc 1 D4PR11A1 6 Vdc 1 D4PR21P1
240 Vac 1 D4PR11B 12 Vac 50 D4PR21R
6 Vac 50 D4PR11P 12 Vde 1 D4PR21R1
6 Vdc 50 D4PR11P1 24 Vac 1 D4PR21T
12 Vac 50 D4PR11R 24 Vdc 1 D4PR21T1
12 Vde 1 D4PR11R1 48 Vdc 50 D4PR21W1
24 \Vac 1 D4PR11T Standard DPDT
24 Vdc 1 D4PR11T1 120 Vac 1 D4PR2A
48 Vdc 50 D4PR11W1 110 Vde 50 D4PR2A1
Standard SPDT 240 Vac 50 D4PR2B
120 Vac 1 D4PR1A 6 Vac 50 D4PR2P
110 Vde 50 D4PR1A1 6 Vdc 1 D4PR2P1
240 Vac 50 D4PR1P 12 Vac 50 D4PR2R
6 Vac 1 D4PR1P1 12 Vde 1 D4PR2R1
6 Vdc 50 D4PR1R 24 Vac 1 D4PR2T
12 Vac 1 D4PR1R1 24 Vdc 1 D4PR2T1
12 Vde 1 D4PR1R1-A2 48 Vdc 1 D4PR2W1
24 Vac 1 D4PRIT
24 Vdc 1 D4PRIT1
48 Vdc 1 D4PR1W1
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Technical Data and Specifications

D4 Series
Resistive Load Inductive Load
Description (pf.=1) (pf.=04,L/R=7ms)
D4PR1
Rated load 250 Vac 10 A 250Vac7.5A
30Vdc 10A 30Vdc5A
Carry current 10A 10A
Max. operating voltage 380 Vac/125 Vdc 380 Vac/125 Vdc
Max. operating current 10A 10A
Contact material AgCdO AgCdO
Max. switching capacity 2500 VA 1875 VA
300 W 150 W
Min. permissible load 100 mA, 5 Vdc 100 mA, 5 Vdc
Pickup voltage (max.) 80% AC/70% DC 80% AC/70% DC
Dropout voltage (min.) 30% AC/15% DC 30% AC/15% DC
Voltage (max.) 110% 110%

Mechanical life (min.)

10,000,000 AC/20,000,000 DC

10,000,000 AC/20,000,000 DC

Electrical life at all contact ratings (min.)

100,000

100,000

Maximum hp ratings

1/3 hp (125 Vac)

1/3 hp (125 Vac)

1/2 hp (250 Vac)

1/2 hp (250 Vac)

1/2 hp (277 Vac)

1/2hp (277 Vac)

D4PR2
Rated load 240 Vacb A 250Vac2A
30Vdc5A 30Vdc3A
Carry current 5A 5A
Max. operating voltage 380 Vac/125 Vdc 380 Vac/125 Vdc
Max. operating current 5A 5A
Contact material AgCd0 AgCd0
Max. switching capacity 1250 VA 500 VA
150 W oW
Min. permissible load 10 mA, 5 Vde 10 mA, 5 Vdc
Pickup voltage (max.) 80% AC/70% DC 80% AC/70% DC
Dropout voltage (min.) 30% AC/15% DC 30% AC/15% DC
Voltage (max.) 110% 110%

Mechanical life (min.)

10,000,000 AC/20,000,000 DC

10,000,000 AC/20,000,000 DC

Electrical life at all contact ratings (min.)

100,000

100,000

Maximum hp ratings

1/6 hp (120 Vac)

1/6 hp (120 Vac)

1/3 hp (240 Vac)

1/3 hp (240 Vac)

1/3 hp (265 Vac)

1/3 hp (265 Vac)
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Dimensions
Approximate Dimensions in Inches (mm)

D4PR1 D4PR2
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